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Preface

The goal of these lecture notes is to introduce you to the central concepts surrounding
wavelets and their applications as quickly as possible. They are suitable for beginning
graduate students and above. We focus here on ideas and then indicate where the details
can be found. Thus these notes do not attempt to replace a comprehensive textbook
for a course. We hope that these notes will help you to begin your adventures with
wavelets.

A main purpose of language is to give us the ability to encode, transmit, and extract
information efficiently. In situations when words fail us, other methods, such as the
musical score, become a type of language. Mathematics is a language (or collection
of languages), since it gives us an ability to ‘talk’ about functions, operators, and other
objects. When people encounter things that are ‘indescribable’ in their current lan-
guage(s), they try to develop a new language to capture it. For this reason, harmonic
analysts developed powerful time/frequency tools, electrical engineers developed sub-
band coding, and quantum physicists developed tools to understand coherent states. In
the late 1980s they started to realize that the languages they were creating had much in
common, and the core of these languages could be combined into a single language.
Hence the language that is now called wavelet theory was born.

Among the most spectacular and well-known early applications of wavelets are
the wavelet-based FBI standard for storing, searching and retrieving fingerprints, and
the wavelet-based JPEG-2000 standard for image compression and transmission used
widely on the internet. In the initial excitement, there were highly exaggerated claims
made about the power of wavelets. Wavelets are not a miracle solution, however. They
are just a library of bases that is appropriate for a large number of situations where
the traditional tools, Fourier analysis for example, do not work very well. Wavelets
have now matured to become part of the standard curriculum in electrical engineering,
statistics, physics, mathematical analysis and applied mathematics. They have become
part of the toolbox used for statistics, signal and image processing, medical imaging,
geophysics, speech recognition, video coding, internet communications, economics,
etc. There are still many problems that cannot be described well with our current
language. People keep designing new tools, and the wavelet language still evolves.

There is a lot of on-going research on very intensive computational problems, like
theN -body problem, turbulence, weather prediction, etc., where people are attempting
to incorporate wavelet components into their models, with varied success. The idea is
to exploit the multiresolution structure of wavelets, their compression and denoising
properties, the flexibility in their construction, their ability to represent certain oper-
ators efficiently, and the associated fast algorithms to compute derivatives, products,
etc. If one could capitalize on some or all of these areas, it could potentially make a
tremendous difference in such large computational problems. To attempt such large
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projects multidisciplinary teams are needed: experimentalists, numerical analysts, sci-
entific computing specialists, physicists, engineers, mathematicians, and statisticians,
all willing to cooperate and communicate with one another.

Organization of the book

The book is organized as follows:
In the Preliminary Chapter we collect definitions that we will use throughout the

book, but which are not really about wavelets. In particular we lay down the concepts
of bases, orthogonal and biorthogonal bases, Riesz bases, and frames.

In Chapter 2 we review time-frequency analysis. We start with Fourier series and
the Fourier transform, which provide an analysis perfectly localized in frequency but
not in space. We discuss the windowed Fourier transform, Gabor bases and the local
trigonometric bases that introduce some localization in space and are appropriate for
many situations. Finally we gain localization at all scales with the wavelet transform.
We emphasize the notion of time-frequency localization in the phase-plane for each
decomposition. We also point out the existence of unavoidable obstructions for per-
fect localization in both time and frequency epitomized by the celebrated Heisenberg
uncertainty principle.

In Chapter 3 we introduce the notion of a multiresolution analysis (MRA). We
describe carefully the Haar wavelet and MRA. This example contains most of the im-
portant ideas behind multiresolution analysis and demonstrates the fast wavelet trans-
form. We discuss the connection to filter banks, as well as how to design wavelets
with certain attributes. Daubechies’ compactly supported wavelets are still the most
widely used wavelets; we describe them briefly and give pointers to the literature. We
try to emphasize the competing properties of compact support, smoothness, vanishing
moments and symmetry, and the costs of choosing one property over another.

In Chapter 4 we discuss variants of the classical orthogonal wavelets and MRA.
These variations give flexibility in the design of wavelets at the expense of orthogonality
(biorthogonal wavelets), or by increasing the number of wavelets used (multiwavelets).
We describe carefully the MRA associated to biorthogonal and multiwavelets as well as
the corresponding filter banks, and note that fast algorithms are still available. We also
explain how to construct wavelets in two dimensions by tensor products; such tensor
product wavelets are the most widely used wavelets for image processing. For many
applications (images, differential equations on domains) one needs wavelets confined
to an interval or a domain in space. We describe very briefly the options that have been
explored and give pointers to the literature. We also discuss wavelet packets, which
are a library of bases that includes the wavelets, but also many intermediate bases
that could be better adjusted to a given function. Next we mention, without going
into great detail, a host of friends, relatives and mutations of wavelets that have been
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constructed to tackle more specialized problems. These objectlets obey some sort of
multiresolution structure on graphs, domains, weighted spaces, clouds of data, or other
settings where there is no translation/scale invariance. Finally we discuss the prolate
spheroidal wave functions, which are based on a different notion of time-frequency
localization.

In Chapter 5 we describe a few applications, without attempting to be systematic
or comprehensive. The choice of sample applications is dictated by the authors’ expe-
riences in this area. We touch on the basics of signal compression and denoising. We
describe in some detail how to calculate derivatives using biorthogonal wavelets, and
how one can construct wavelets with fancier differential properties. We describe how
wavelets can characterize a variety of function spaces that trigonometric bases cannot,
and how well adapted wavelets are to identifying very fine local regularity properties
of functions. Finally we very briefly describe how one can attempt to use wavelets in
the numerical study of differential equations.

Prerequisites

We assume the reader knows calculus and linear algebra. In particular the reader should
be proficient with vector spaces, linearly independent vectors, pointwise convergence of
a function, continuity, differentiation, and integration. We also expect the reader to have
been exposed to some real and complex analysis, such as point set topology, epsilon-
delta arguments, uniform convergence, complex numbers and calculus of complex
valued functions. We do not assume the reader has taken formal courses in measure
theory or functional analysis, but we expect some familiarity with the concepts of
orthonormal basis, orthogonal projections, and orthogonal complements on Hilbert
spaces. We have collected some of these basic concepts and definition in the Preliminary
Chapter 1, mainly for reference. A reader without these prerequisites may still be able
to pick up the main ideas, but will not be able to attain a thorough understanding of the
theory presented in this book.

Origins and acknowledgments

The original version of these notes were created by María Cristina Pereyra for the short
course

Wavelets: Theory and Applications, at the I Panamerican Advanced Studies Institute
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They were modified and extended by Martin J. Mohlenkamp for the short course
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Wavelets and Partial Differential Equations, at the II Panamerican Advanced Studies
Institute (PASI), in Computational Science and Engineering, Universidad Na-
cional Autónoma de Honduras, Tegucigalpa, Honduras, June 14–18, 2004.
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We would also like to thank the referees of the manuscript, especially Götz Pfander
(Jacobs University Bremen), for many helpful comments and criticisms, and our editor,
Manfred Karbe, for guiding us through the process of converting our set of lecture notes
into this book.

The authors would like to acknowledge a number of people who made possible this
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Cristina wants to thank Ingrid Daubechies for keeping the enthusiasm for wavelets
alive while she was a postdoc at Princeton; Stan Steinberg at the University of New
Mexico (UNM) for suggesting that she teach a course on wavelets when she had just
arrived there; Michael Frazier for allowing her to use the manuscript that became his
book [84] for that course; Joe Lakey at New Mexico State University for several years
of joint wavelet research, and all these years keeping the New MexicoAnalysis Seminar
alive and thriving; and all the mathematics students at UNM who have endured various
versions of the course “Fourier Analysis and Wavelets”. Last, but not least, she thanks
Tim, her husband, who graciously assumed more than his share of rearing their two
boys, Nicolás and Miguel, so that this book could come to life.
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1

Preliminaries

In this chapter we collect background material that we will need in order to talk about
wavelets, but which is not really about wavelets. We encourage the reader to just skim
this chapter now and then return to it later as needed. Do not get discouraged if you
are not familiar with some of the concepts collected in this chapter, especially if you
are not a mathematician.

Wavelets provide a library of bases suitable for analysis and computations. The
main goal of this chapter is to define bases and unconditional bases on Banach spaces,
and orthonormal bases, frames and Riesz bases on Hilbert spaces. We also include
definitions of convergence and properties of orthogonal projections and orthogonal
complements.

1.1 Notation

The symbol R denotes the set of real numbers x, �1 < x < 1. The symbol C
denotes the set of complex numbers, fx C iyg for x and y in R, with i D p�1. The
symbol N denotes the set of natural numbers, f1; 2; 3; : : :g. The symbol Z denotes the
set of integer numbers, f: : : ;�1; 0; 1; 2; : : :g. The symbol Q denotes the set of rational
numbers, fp=qg for p and q in Z and q 6D 0.

1.2 Plain bases and unconditional bases

Informally, a basis of a vector space is a collection of elements in the space such that any
other element in the space can be written as a unique superposition (possibly infinite
linear combination) of elements of the basis. We will be concerned with the quality of
the approximation when only finitely many elements of the basis are used, and how fast
the approximation approaches a target vector as we increase the number of elements
in the basis being used. We thus need a way to measure how close two vectors are. We
will measure this distance with the norm on the vector space and so use the norm of
the difference of the vectors to say how close they are.

In this section we state the definitions of a norm, a normed space, a dense subset, and
a Banach space, as well as a basis and an unconditional basis. Our primary examples of
Banach spaces are spaces of functions, specifically Lp spaces, so we define them here
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as well. We then review the concepts of pointwise, uniform, and almost everywhere
convergence of functions, as well as convergence in Lp .

Definition 1.2.1 (Norm). A function k � kV W V ! R defined on a vector space V over
R (or C) is a norm if:

(1) for all v 2 V , kvkV � 0 (positive);

(2) kvkV D 0 if and only if v D 0 (positive definite);

(3) for all ˛ 2 R (or C), k˛vkV D j˛jkvkV (homogeneity);

(4) for all v;w 2 V , kv C wkV � kvkV C kwkV (triangle inequality).

Definition 1.2.2 (Normed space). A vector space V with an associated norm k � kV is
called a normed space and denoted .V ; k � kV / .

Definition 1.2.3 (Dense set in a normed space). A subsetA of a normed space .V ; k�kV /

is dense if we can approximate any element in the normed space with elements from
the subset to any given accuracy. More precisely, given any v 2 V and � > 0 there is
w 2 A such that kv�wkV < �. In particular the closure of a dense subset in the norm
of the space is the whole space.

Definition 1.2.4 (Complete normed space or Banach space). A normed space
.V ; k � kV / is complete if every Cauchy sequence in V converges to an element in
V . That is, given a sequence fvkgk2N in V such that for each � > 0 there is an
N > 0 such that kvk � vj kV � � for all j; k > N , then there exists v 2 V such that
limk!1 kvk � vkV D 0. Such v is unique.

A Banach space B is a complete normed space.

Every normed space can be completed to a unique (up to isometries) Banach space.
Its completion is the smallest Banach space containing the normed space, whose norm
restricted to the normed space coincides with the initial norm. The initial normed space
is always dense in its completion. The set of real numbers R, together with absolute
value j � j as its norm, is a complete normed space, but the set of rational numbers Q
with absolute value is a normed space that is not complete. The completion of the
rational numbers Q is R, and the rational numbers Q are dense in R. Notice that the
set QŒ

p
2� ´ fpC q

p
2 W p; q 2 Qg is a subset of R that contains Q, and Q is dense

in QŒ
p
2�, but QŒ

p
2� is not the completion of Q.

Definition 1.2.5 (Basis for a Banach space). A countable collection fbng1
nD1 of ele-

ments of a Banach space B is a basis if and only if for every b 2 B there exists a
unique sequence of numbers (real or complex) f˛n D ˛n.b/g1

nD1 such that

b D
1X
nD1

˛nbn; (1.1)
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where the convergence of the partial sums is in the norm of B, that is,

lim
N!1

���b �
NX
nD1

˛nbn

���
B

D 0:

In particular the collection of finite linear combinations of elements of the basis
(their linear span) is a dense subset of B.

The uniqueness requirement in the definition of a basis forces the elements fbngn2N

to be linearly independent. The function that associates to each b 2 B the nth coeffi-
cient, fn.b/ D ˛n.b/, is a continuous linear functional, meaning that fn.˛aC ˇb/ D
f̨n.a/C f̌n.b/, and if kbk � bkB ! 0 then for each n, jfn.bk/� fn.b/j ! 0 when
k ! 1; see [95], Section 5.1, Theorem 1.6.

This definition does not give a method to compute the coefficients in the expan-
sion (1.1). An additional structure in the space, an inner product, will give us a way to
calculate the coefficients if the basis is assumed to have some further properties (see
Section 1.3).

Among all bases on a Banach space B, the unconditional bases are better for
applications.

Definition 1.2.6 (Unconditional basis for a Banach space). A basis of a Banach space
B is unconditional if in the unique representation (1.1) the series converges uncondi-
tionally, or, equivalently, if the series converges regardless of the order of summation.

Another characterization of an unconditional basis is that, for every x 2 B with
unique representation (1.1), and for every sequence fˇngn2N such that jˇnj � 1, the
series

P1
nD1 ˇn˛nxn converges in B. For these and other useful characterizations of

unconditional bases see [95], Section 2.5, Theorem 2.10; see also [144], Chapter 7.
Our primary example of Banach spaces are the Lp spaces. Since Lp is a vec-

tor space, we sometimes refer to the elements in it as vectors, even though they are
functions.

Definition 1.2.7 (Lp space). For a function on R, its Lp norm for 1 � p < 1 is
defined by

kf kp D
�Z 1

�1
jf .t/jp dt

�1=p
: (1.2)

Those functions with finite kf kp are said to lie in the Lp space over R, which is
denoted Lp.R/. For Lp.Œ0; 1�/ the integral is over Œ0; 1�, and similarly for other sets.

The integral in the definition of the Lp spaces is the Lebesgue integral so that the
space is a complete normed space (a Banach space), as opposed to the Riemann integral
(in which case the space is not complete). If you know what the Lebesgue integral
is, excellent! If not, do not worry, the Lebesgue integral coincides with the Riemann
integral whenever the latter exists, thus for the purpose of calculations it does not matter.
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Two functions f; g 2 Lp.R/ are equal if and only if kf � gkp D 0, and this holds
if and only if the functions are equal almost everywhere, that is, f .x/ D g.x/ for all x
except perhaps on a set of measure zero. A couple of definitions are in order.

Definition 1.2.8 (Sets of measure zero in R). A subset E of R has measure zero if
given any � > 0we can find a countable (or finite) collection of intervals fIj gj2N such
that

E �
[
j2N

Ij and
X
j2N

jIj j < �;

where jI j denotes the length of the interval I .

Countable subsets of R have measure zero. There are also uncountable subsets of
measure zero, the most famous being the 1=3 Cantor set.

Definition 1.2.9 (Almost everywhere). A statement is true almost everywhere (abbre-
viated “a.e.”) if it is true except perhaps on a set of measure zero.

On some occasions we will encounter the notion of pointwise convergence and/or
uniform convergence for functions (as taught in an advanced calculus course) as well
as the notion of almost everywhere convergence and convergence in Lp .

Definition 1.2.10 (Pointwise convergence). A sequence of complex-valued functions
fn W R ! C converges pointwise to f W R ! C if limn!1 fn.x/ D f .x/ for all
x 2 R.

Definition 1.2.11 (Uniform convergence). A sequence of complex-valued functions
fn W R ! C converges uniformly to f W R ! C if for every � > 0 there is an N > 0

such that jfn.x/ � f .x/j < � for all n > N and for all x 2 R.

For example, consider the sequence of functions defined by fn.x/ D xn if 0 �
x � 1 and fn.x/ D 0 otherwise. This sequence converges pointwise to the function
f .x/ D 0 for all x ¤ 1 and f .1/ D 1 but does not converge uniformly.

Definition 1.2.12 (Convergence almost everywhere). A sequence of complex-valued
functions fn W R ! C converges almost everywhere to f W R ! C if limn!1 fn.x/ D
f .x/ for a.e. x 2 R.

Definition 1.2.13 (Convergence in Lp). A sequence of complex-valued functions
fn W R ! C converges in Lp to f W R ! C if limn!1 kfn � f kp D 0.

Uniform convergence implies pointwise convergence and pointwise convergence
implies almost everywhere convergence. Convergence in Lp does not imply a.e. con-
vergence, but it implies the existence of a subsequence that converges a.e. to the limiting
function.
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1.3 Orthogonal bases and frames

In this section we add one further structure to our Banach spaces, namely an inner
product. This inner product will induce the norm on the Banach space. The additional
structure of an inner product also introduces geometry into our spaces, so we can now
talk about orthonormal bases. We will be able to calculate coefficients in the expansions
with orthonormal bases by simply computing the inner product of the vector against the
appropriate element of the basis. Sometimes orthonormality is too rigid of a condition,
so instead we will consider Riesz bases and frames. The coefficients in the expansions
with respect to a Riesz basis or a frame can be calculated as inner products of the vector
with an auxiliary set of vectors, called the dual Riesz basis or the dual frame.

Let us now introduce the concepts in order.

Definition 1.3.1 (Inner product). For V a vector space over R (or C), a function
h � ; � i W V � V ! R (or C) is an inner product if:

(1) for all f 2 V , hf; f i � 0 (positive);

(2) hf; f i D 0 if and only if f D 0 (positive definite);

(3) for all f; g 2 V , hf; gi D hg; f i (hermitian);

(4) for all f; g; h 2 V and ˛; ˇ 2 R (or C), h f̨ C ˇg; hi D ˛hf; hi C ˇhg; hi
(linear).

Given an inner-product on V , one can define a norm (Definition 1.2.1) by kf kV Dphf; f i, called the norm induced by the inner product. To show that the triangle
inequality for the norm is satisfied, one uses the Cauchy–Schwarz inequality

jhf; gij � kf kV kgkV ; (1.3)

which holds for all f; g 2 V .

Definition 1.3.2 (Separable Hilbert space). A separable Hilbert space H is a Banach
space with an inner product, norm induced by the inner product, and which contains a
countable dense subset.

Our primary examples of Hilbert spaces are L2.R/ and L2.Œ0; 1�/, which have the
inner product defined below. Both are separable Hilbert spaces.

Definition 1.3.3 (L2 inner product). The L2.R/ inner product is defined by

hf; gi D
Z

R
f .t/g.t/ dt:

For L2.Œ0; 1�/ the integral is over Œ0; 1�, and similarly for other sets.

The Cauchy–Schwarz inequality (1.3) has a geometric meaning when H D Rn with
the Euclidean inner product (dot product). For two vectors in Rn, Ev D .v1; v2; : : : ; vn/
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and Ew D .w1; w2; : : : ; wn/, the inner product is defined by hEv; Ewi D Pn
jD1 vjwj . The

angle � between them is defined by

cos � D hEv; Ewi
kEvk k Ewk ; (1.4)

and the Cauchy–Schwarz inequality is nothing more than the statement that
j cos � j � 1. The geometric notion of perpendicular corresponds to � D �=2, which
implies hEv; Ewi D 0 using (1.4). In the general setting, we say that vectors are orthogo-
nal when hEv; Ewi D 0 and often use the notation Ev ? Ew.

Definition 1.3.4 (Orthonormal set). A set of elements f ng in H is orthonormal if
their inner products obey

h n;  mi D ım;n;

where the Kronecker delta ım;n is defined by

ım;n ´
´
1 if m D n;

0 if m ¤ n:

Definition 1.3.5 (Orthonormal basis or complete orthonormal system). The orthonor-
mal set f ng1

nD1 is an orthonormal basis if any f 2 H can be reproduced as

f D
1X
nD1

hf; ni n;

with convergence in the norm of H .

As advertised, the coefficients in the expansion are calculated simply by taking the
inner product of the vector with the corresponding basis element. A set of elements
f ng1

nD1 in H with k nkH D 1 is an orthonormal basis if and only if for all f 2 H ,X
n2N

jhf; nij2 D kf k2H : (1.5)

In particular, orthonormal bases are unconditional bases in H .
The first substitute for an orthonormal basis is a Riesz basis in H , named after the

Hungarian mathematician Frigyes Riesz (1880–1956).

Definition 1.3.6 (Riesz basis). A set of elements f ng1
nD1 in H is a Riesz basis if it

is a basis and there exist constants c and C with 0 < c � C < 1, such that for all
f 2 H , the coefficients f˛n D ˛n.f /g1

nD1 from (1.1) satisfy

ckf k2H �
1X
nD1

j˛nj2 � Ckf k2H : (1.6)
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The condition (1.6) is a substitute for (1.5) from the orthonormal case, and it implies
the unconditionality of the Riesz bases. The relative sizes of the constants c and C
is important in applications. Their ratio C=c corresponds to the condition number of
a non-orthogonal change of basis, and the further it deviates from one, the worse the
numerical performance. It is not hard to see that Riesz bases are precisely those bases
that are images of orthonormal bases under continuous invertible operators on H .

We cannot compute the coefficients for a vector expanded in a Riesz basis by
simply taking inner products with the basis elements, as we did in the orthonormal
case. However, as a consequence of the Riesz Representation Theorem [125], there is
always a dual Riesz basis, which will allow us to compute coefficients by taking the
inner product of the vector against the corresponding dual basis element.

Definition 1.3.7 (Dual Riesz basis and biorthogonal basis). For a Riesz basis f ng1
nD1,

the dual Riesz basis is a set of elements f �
n g1
nD1 in H such that h n;  �

k
i D ın;k

(biorthogonality), and any f 2 H can be expressed as

f D
1X
nD1

hf; �
n i n D

1X
nD1

hf; ni �
n ; (1.7)

with convergence in the norm of H .
We will call a pair of dual Riesz bases .f ng1

nD1; f �
n g1
nD1/ in H a biorthogonal

basis.

Definition 1.3.8 (Frame). A collection of elements f ng1
nD1 in H is a frame if there

exists constants c and C with 0 < c � C < 1, such that for all f 2 H

ckf k2H �
1X
nD1

jhf; nij2 � Ckf k2H : (1.8)

The closure of the span of the elements of the frame must be the whole space H .
However, a frame is not necessarily a basis, since it could contain zero elements,
repeated elements, and other linearly dependent elements. (See Example A in [95],
Section 8.1, where c D C D 3=2 is a measure of the redundancy of a system of three
vectors in two dimensions.)

The elements of a frame do not have to be unitary (norm 1), but they do satisfy
k nkH � p

C , which can be seen by letting f D  n in (1.8) and noticing that

k nk4H D jh n;  nij2 �
1X
kD1

jh n;  kij2 � Ck nk2H :

Notice that if the collection f ng1
nD1 is a basis, then being a frame or a Riesz basis

are equivalent properties. So it is also true that the elements of a Riesz basis, although
not necessarily unitary, are uniformly bounded.
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Definition 1.3.9 (Tight frame). A frame is tight if c D C .

Any orthonormal basis in H is a tight frame with c D C D 1. If the elements of a
tight frame all have norm 1 and c D 1, then the frame is an orthonormal basis for H .

Definition 1.3.10 (Dual frame). Given a frame f ng1
nD1 in H there is a dual frame

f �
n g1
nD1 such that f 2 H can be reconstructed from the coefficients hf; ni as a

superposition of the dual frame elements, or as a superposition of the frame elements
with coefficients hf; �

n i, i.e., (1.7) holds.

The reconstruction formula requires knowledge of the dual frame, which exists in
theory but is not always available to use. However, if the frame bounds are close (in the
sense that .C=c/�1 is small) then there is a rapidly converging algorithm to reconstruct
f up to a small error; for details see [95], Section 8.5, Note 5.

In the theory of wavelets we are going to be interested in orthornormal bases,
Riesz bases and frames generated by dilations and translations of a single function. In
Section 2.4.1 we introduce the notion of orthonormal wavelets, and we discuss them
further in Chapter 3. In Section 4.1 we introduce the biorthogonal wavelets, which are
Riesz bases. In the theory of Gabor bases and frames in Section 2.2, we are interested
in orthogonal and biorthogonal bases, Riesz bases or frames generated by modulations
and translations of a single function.

1.4 Orthogonal projections and complements

In this section we discuss the fundamental properties of the orthogonal projection
of a vector onto a closed subspace of a Hilbert space. This projection is the best
approximation in the subspace to the vector being projected. The difference between a
vector and its projection is orthogonal to the projection. Thus this projection provides
a decomposition of the vector into two orthogonal vectors, one in the subspace and the
other in its orthogonal complement.

Let us now state the definitions one at a time.

Definition 1.4.1 (Closed subspace). A subspace V of the Hilbert space H is said to
be closed if every convergent sequence in V converges to a point in V .

Finite dimensional subspaces are automatically closed. If the closed subspace V

of H has an orthonormal basis fgngn2N, then

V D ˚
f 2 H W f D P

n2N angn;
P
n2N janj2 < 1�

; (1.9)

and in fact an D hf; gni. Given an orthonormal set fgngn2N, the closure of its span,
denoted by spanfgng, is the subspace V defined by (1.9).
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Two subspaces V and W of a Hilbert space H are orthogonal if for all g 2 V and
h 2 W , g ? h. We use the notation V ? W . Note that if V ? W then the only
common element V and W have is the zero element, that is, V \ W D f0g. Therefore
a given element f 2 H has at most a unique decomposition as the sum of an element
in V and element in W with V ? W . Suppose that f D g1 C h1 D g2 C h2 with
g1; g2 2 V , h1; h2 2 W . Then g1 � g2 D h1 � h2 2 V \ W , hence both must be
zero, and thus g1 D g2 and h1 D h2.

Definition 1.4.2 (Orthogonal complement). The orthogonal complement of the sub-
space V , denoted by V ?, is the collection of vectors h 2 H such that h ? V , meaning
that h ? g for all g 2 V .

By definition V ? V ?. It can be readily checked that V ? is a closed subspace.
Furthermore, V ? is the largest closed subspace that is orthogonal to V . If V is a closed
subspace, then V is the orthogonal complement of V ?, that is, .V ?/? D V .

The space H is the direct sum of a closed subspace and its orthogonal complement,
that is,

H D V ˚ V ?;
meaning that each f 2 H has a unique decomposition f D g C h with g 2 V and
h 2 V ? (and, thus, g ? h).

Definition 1.4.3 (Orthogonal projection). Let V be a closed subspace of H and W D
V ? the orthogonal complement of V . Then the orthogonal projection PV f 2 V is
the unique element of V such that such that f � PV f 2 W .

Note that if V and W are orthogonal complements in H , then

f D PW f C PV f:

Lemma 1.4.4 (Orthogonal projection minimizes distance). Given any closed subspace
V of the Hilbert space H and given f 2 H , the orthogonal projection of f onto V ,
PV f , minimizes the distance in H to V . That is,

kf � PV f kH � kf � gkH for all g 2 V .

If fgngn2N is any orthonormal basis of V , then

PV f D
X
n2N

hf; gnign:

These results enables us to draw geometric pictures in Hilbert space as we do in
Euclidean space. For example we can draw a vector and its orthogonal projection to
a closed subspace (represented by a plane), and see that the difference of these two
vectors minimizes the distance to the subspace (see Figure 13 on page 32).

We will use orthogonal projections and decompositions in Chapter 3 when we
discuss the Haar basis on R and when we talk about wavelets and multiresolution
analysis.



2

Time-frequency analysis

Most things that we perceive directly (signals, images, velocity of a fluid, etc.) are
represented by functions in space or time. In many cases, however, it is more mean-
ingful to look at the function’s frequency content. For example, sound is given by air
pressure as a function of time, but it is often more meaningful to describe it in terms
of tones or notes. In the physical sciences the frequency content of a process is often
of extreme importance for understanding the underlying laws. The ability to go from
the time domain to the frequency domain and vice-versa, and to infer properties in
one domain from information in the other domain, is an invaluable tool. The time-
frequency analysis was introduced by the French mathematician Jean Baptiste Joseph
Fourier (1768–1830) in the early nineteenth century and is known as Fourier analysis.

With the advent of computers and the rediscovery of the fast Fourier transform
(FFT) in the early 1960s, the Fourier transform became ubiquitous in the field of signal
and image processing. The limitations of Fourier analysis also became more apparent.
Certain problems require a more delicate time-frequency analysis of the functions, so
more refined methods were developed.

In this chapter we sketch the basics of Fourier analysis, its cousin the windowed
Fourier (Gabor) analysis, local trigonometric expansions, and finally orthogonal wave-
lets and the continuous wavelet transform. We strive to make the advantages and
disadvantages of each of these approaches clear.

2.1 Fourier analysis

In this section we briefly sketch the basics of Fourier theory. There are many wonderful
accounts of this theory. We particularly recommend the book by the French mathemati-
cians J.-P. Kahane and P.-G. Lemarié-Rieusset [102], especially the first part, which
contains commented original papers by Fourier, Dirichlet, and other great mathemati-
cians. Another delightful account can be found in T. W. Körner’s book [105]. Classic
books include Y. Katznelson’s [103], and H. Dym and H. P. McKean’s [80]. A recent
and very readable account can be found in the textbook by E. Stein and R. Shakarchi
[133].

The key idea of Fourier analysis is to represent signals as superpositions (sums) of
simpler functions that are well understood. Traditional Fourier series represent periodic
functions as a sum of pure harmonics (sines and cosines), or equivalently as a sum of
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complex exponentials, as in

f .t/ �
X
n2Z

ane
2�int :

Fourier’s statement in the early 1800s [83] that any periodic function could be
expanded in such a series revolutionized mathematics. It took almost 150 years to
settle exactly what this meant. It was believed that the Fourier series would converge
pointwise for continuous functions. That dream was shattered in 1873, when the
German mathematician Paul David Gustav du Bois-Reymond (1831–1889) found a
continuous function whose Fourier series diverges at a point [105], Chapter 18. It
was not until 1966 that the Swedish mathematician Lennart Carleson [34] showed that
the Fourier partial sums converge pointwise almost everywhere for square integrable
functions on the interval Œ0; 1/, and as a consequence for continuous functions as well.

Thus, a suitable periodic function is captured completely by its Fourier coefficients.
The conversion from f .t/ to its Fourier coefficients Of .n/ D an is called analysis and
is accomplished by setting the coefficients to

an D Of .n/ ´
Z 1

0

f .t/e�2�int dt: (2.1)

Reconstructing the function f .t/ from its Fourier coefficients is called synthesis and
is accomplished by the inverse Fourier transform

f .t/ D
X
n2Z

Of .n/e2�int : (2.2)

One useful property is

kf k22 ´
Z 1

0

jf .t/j2 dt D
X
n2Z

j Of .n/j2; (2.3)

called the Plancherel identity after the Swiss mathematician Michel Plancherel (1885–
1967). The identity (2.3) means that the analysis is a unitary transformation and thus is
energy preserving. An implication of (2.3) is that the exponential functions fe2�intgn2Z

form an orthonormal basis in L2.Œ0; 1�/ (see Definition 1.3.5).
Notice that when computing the Fourier coefficients in (2.1), the complex expo-

nentials are never zero; hence when integrating against the function f , all values of
the function are taken into account for each frequency. This means that a local change
in the signal will affect all Fourier coefficients. We can interpret the exponentials as
being well-localized in frequency, but global in space. The corresponding phase-plane
decomposition is shown in Figure 1 (see also Section 2.2.1).

We could consider functions defined on any interval Œa; b/ instead of the unit interval
Œ0; 1/, and extended periodically with period L D b � a. The trigonometric functions
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�

�
t

�

Figure 1. A schematic of the Fourier phase plane. Time (or space) is on the horizontal axis and
frequency is on the vertical axis. Each box represents one basis function.

fe2�int=L=pLgn2Z form an orthonormal basis on L2.Œa; aCL//, and also on L2.E/

whereE is a set of measureL congruent moduloLwith the interval Œ0; L/. A common
choice in the literature when describing Fourier series is to let Œa; b/ D Œ��; �/ and
to deal with 2�-periodic functions. This choice has the advantage that the factor 2�
disappears from the phase, but it reappears as a multiplicative constant. This choice,
like many things in mathematics, is a matter of taste, but it is important to be aware of
the convention used by any given author.

2.1.1 The continuous Fourier transform. Consider now a function defined on the
real line. Restrict f to an interval Œa; b/, consider its periodic extension and its decom-
position on the trigonometric basis corresponding to the interval. Letting a ! �1
and b ! 1 (and hence L ! 1) we obtain the (continuous) Fourier transform on R.
The analysis (2.1) is replaced by

Of .�/ ´
Z

R
f .t/e�2�i�t dt: (2.4)

For square integrable functions the synthesis (2.2) is replaced by the inverse Fourier
transform

f .t/ ´
Z

R

Of .�/e2�i�t d�; (2.5)

which is an integral instead of a sum. These limiting arguments are by no means trivial,
but they do explain the need for a continuum of frequency parameters (� 2 R) and the
appearance of integrals instead of sums when considering non-periodic functions in R;
for more details see e.g. [105], Chapter 60.
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The Fourier transform is also an unitary or energy preserving mapping in L2.R/.
Plancherel’s identity (2.3) is now written as

kf k22 ´
Z

R
jf .t/j2 dt D

Z
R

j Of .�/j2 d� D k Of k22: (2.6)

Note that the trigonometric functions e�.t/ ´ e2�i�t , � 2 R are not in L2.R/.
Therefore they are not a basis of L2.R/, although we can recover functions in L2.R/
by superimposing them via the integral reconstruction formula (2.5). In Section 2.2 we
will see how to find an orthonormal basis of L2.R/ based on trigonometric functions,
the Gabor bases, and, in particular, the windowed Fourier transform.

2.1.2 The time-frequency dictionary and its implications. The Fourier transform
(2.4) interacts very nicely with a number of operations. A time-frequency dictionary
for the Fourier transform is given in Table 2.1. A similar dictionary holds for the
Fourier series coefficients of periodic functions, Of .n/ D an from (2.1), and is given
in Table 2.2.

Table 2.1. A time-frequency dictionary for the Fourier transform.

Time/Space R Frequency R

derivative polynomial

f 0.t/ �f 0.�/ D 2�i� Of .�/
convolution product

f 	 g.t/ D R
f .t � s/g.s/ ds 1f 	 g.�/ D Of .�/ Og.�/

translation/shift modulation

�sf .t/ D f .t � s/ b�sf .�/ D e�2�is� Of .�/
rescaling/dilation rescaling

fs.t/ D .1=s/f .t=s/ yfs.�/ D Of .s�/
conjugate flip conjugate

Qf .t/ D f .�t / yQf .�/ D Of .�/

The time-frequency dictionary has several powerful implications. First, differentia-
tion is transformed into polynomial multiplication, so many linear differential equations
are very easy to solve in the frequency domain. Second, convolution is transformed
into multiplication, and since the main filtering in signal processing is by convolution,
much of signal processing is best done in the frequency domain. The transformations
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Table 2.2. A time-frequency dictionary for Fourier series. Note that f is treated as periodic.

Time/Space Œ0; 1� Frequency Z

derivative polynomial

f 0.t/ bf 0.n/ D 2�in Of .n/
circular convolution product

f 	 g.t/ D R 1
0
f .t � s/g.s/ ds 1f 	 g.n/ D Of .n/ Og.n/

translation/shift modulation

�sf .t/ D f .t � s/ b�sf .n/ D e�2�isn Of .n/

of both differentiation and convolution into multiplication are actually consequences of
the property that translations are transformed into modulations. The full implications
of this property are a bit subtle. Suppose we have a linear operator that commutes with
translations, i.e., ��sA�sf D Af . Operators coming from physics for example, such
as heat flow and wave propagation, have this property since there is no preferred origin
in space. The property that translations are transformed into modulations implies that
such operators act by multiplication in the frequency domain, i.e., �Af .�/ D OA.�/ Of .�/
for some function OA.�/ called the symbol of A. We have already seen, for example,
that .d=dt/^.�/ D 2�i�. Since multiplication is a pointwise operation, different
frequencies are decoupled, and many problems are much easier to solve.

The property that differentiation is transformed into polynomial multiplication also
gives us the fundamental relationship between smoothness and decay. Suppose we have
a function that is “smooth” in the sense that f 0.x/ 2 L2.R/. By the time-frequency
dictionary in Table 2.1, its Fourier transform is �f 0.�/ D 2�i� Of .�/. By the Plancherel
identity (2.6),

R
4�2�2j Of .�/j2 d� D kf 0k22 < 1. For this integral to be finite, j Of .�/j2

must decay fast enough to compensate for the growth of �2. If f is even smoother,
in the sense that f 00.x/ 2 L2.R/, then Of .�/ would have to decay even faster. We
thus have the fundamental statement that smoothness of the function implies fast decay
of the Fourier transform at infinity. In applications, the implication of fast decay is
that relatively few coefficients are needed in order to give a good approximation to the
function. For more precise statements see e.g. [103], Section I.4.

The rescaling/dilation property shows that if we start with a function f supported
on an interval and we assume its Fourier transform is also supported on another interval,
then the support of fs will be dilated by a factor of s, and the support of its Fourier
transform will be dilated by the reciprocal factor 1=s. Those hypothetical supports
would give a measure of time-frequency content of the function and its dilates. In
the phase-plane the product of the lengths of the supports of fs and yfs will remain
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unchanged as we vary the dilation parameter s. This reflects the spirit of what is known
as the uncertainty principle, which is discussed in Section 2.2.1. Unfortunately, it is
impossible to find a non-zero continuous function which is simultaneously compactly
supported in time and compactly supported in frequency (band-limited). To see this,
suppose we had a non-zero function f supported on the interval Œ0; 1=2�, with Fourier
transform Of .�/ D 0 supported in the interval Œ�M;M�. Restrict f to the unit interval
Œ0; 1� and denote f p its periodic extension to the real line. Note that the Fourier
coefficients apn of f p coincide with the Fourier transform of f at n, that is, apn D Of .n/.
Furthermore, sincef is band-limited, apn D 0 for all jnj > M . Hence, if we expandf p

in its Fourier series we get f p.x/ D P
jnj�M Of .n/e2�inx . Since f p and f coincide

on the unit interval, we conclude that f is a trigonometric polynomial on the interval
Œ0; 1� and thus can have at most 2M zeros on the interval. We assumed, however,
that f was zero for all points in the interval .1=2; 1/, so we have a contradiction. Since
it is impossible to have compact support in both time and frequency, the area of the
naïve time-frequency box is always infinity. In Section 2.2.1 we will introduce a more
refined notion of a Heisenberg box and we will discuss the celebrated Heisenberg’s
uncertainty principle.

2.1.3 The discrete Fourier transform. The Fourier transform in Section 2.1.1 uses
an integral for both the analysis (2.4) and synthesis (2.5). In Fourier series the analysis
(2.1) uses an integral while the synthesis (2.2) uses a sum, although this sum can be
viewed as an integral on the (infinite) group of integers under addition. There is a
Fourier theory for functions on finite abelian groups and in particular on the (finite)
group of integers modulo N under addition. Since functions on the group of integers
modulo N are just vectors of length N , this discrete Fourier theory deals with finite
vectors in RN or CN and the analysis and synthesis use finite sums (see [84], Chapter 2,
or [133], Chapter 7). Since computers deal with finite data, it is this discrete, finite
version of the Fourier theory that is used in practice for functions of one variable. (See
e.g. [78], [121] for what happens for functions on the sphere.)

The discrete Fourier analysis and synthesis are nothing more than particular changes
of basis, expressed by unitary matrices. The N �N Fourier matrix FN has entries

FN .n;m/ D 1p
N
e�2�inm=N :

This matrix is unitary, meaning .FN /�1 D F tN , where . � /t indicates transpose. The
matrix FN is also symmetric, i.e., F tN D FN , and hence .FN /�1 D FN . Denoting our
data vector by z D .z.0/; : : : ; z.N � 1//, the discrete Fourier transform is defined by
Oz D FN z, where z and Oz are treated as column vectors. The Fourier synthesis (inverse
discrete Fourier transform) is given by z D .FN /

�1 Oz D F tN Oz .
The columns of .FN /�1 D FN form an orthonormal basis ofN -dimensional space,

the trigonometric basis in CN . Denoting the mth-column of FN by eNm , the discrete
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Fourier transform is given by

Oz.m/ D 1p
N

N�1X
nD0

z.n/e�2�inm=N D hz; eNm i; (2.7)

which is just the inner product in CN of the vector z 2 CN with themth trigonometric
vector eNm 2 CN . The inverse discrete Fourier transform is given by

z D
N�1X
mD0

Oz.m/eNm :

2.1.3.1 Algorithm: The fast Fourier transform. A key to the practical success of
the discrete Fourier transform (DFT) (2.7) is a fast algorithm to compute the DFT of
a signal. The N � N matrix FN is full, with entries FN .n;m/ D e�2�inm=N =

p
N .

Applying the matrix FN therefore involves N 2 complex multiplications. In the 1960s
the American applied mathematician James Cooley and the American Statistician John
Wilder Tukey (1915–2000) in [56] rediscovered a faster algorithm, which the German
mathematician Carl Friedrich Gauss (1777–1855) had found in the 1800s. This famous
fast Fourier transform (FFT) algorithm reduces the number of multiplications to order
N log2N . This improvement revolutionized digital signal processing (and of course
at Gauss’s time it was completely unforeseen!). For a lively account of the success
and far reaching consequences of the FFT see the article by Cipra [37]; also see [102],
Section 12.5.

Mathematically, the FFT is based on a factorization of the Fourier matrix into
a collection of sparse matrices. The process is easiest to explain and to implement
when N D 2n. It begins with a factorization that reduces FN to two copies of FN=2.
This reduction continues for log2N D n steps, until the original matrix is written
as a product of 2 log2N sparse matrices, half of which can be collapsed to a single
permutation matrix. The total number of multiplications required to applyFN becomes
N log2N instead of the brute force N 2. To understand why this works, we rearrange
(2.7) to express Oz.m/ as a linear combination of two terms Am and Bm by

Oz.m/ D 1p
N

N�1X
nD0

z.n/e
�2�imn
N

D 1p
N

�N=2�1X
nD0

z.2n/e
�2�imn
N=2 C e

�2�in
N

N=2�1X
nD0

z.2nC 1/e
�2�imn
N=2

�
D Am C e

�2�im
N Bm:

The key is to note that Oz.mC N
2
/ can be written as another linear combination of the
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same two terms, by

Oz
�
mC N

2

�
D 1p

N

N�1X
nD0

z.n/e
�2�i.mCN=2/n

N

D 1p
N

�N=2�1X
nD0

z.2n/e
�2�imn
N=2

C e
�2�i.mCN=2/

N

N=2�1X
nD0

z.2nC 1/e
�2�imn
N=2

�
D Am � e�2�im

N Bm:

By clever ordering of operations we can reuse Am and Bm and gain on the total
number of operations. Furthermore, the sums Am and Bm have the same structure as
the sum in Oz.m/, so we can do this process recursively. Figure 2 demonstrates this
recursion schematically. There are log2N rows in such a schematic and computing a
row from the row below takes order N operations, so the total number of operations is
on the order of N log2N .
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Figure 2. Schematic for the FFT for N D 8 and m D 0. The missing arrows also connect two
boxes on one row with two on the row above, but the ordering is complicated.

There are now adaptive FFTs, such as the fastest Fourier transform in the west
([web:8], [38]) that can handle arbitrary values ofN . It can even automatically optimize
itself for speed by trying several algorithms and recording which is fastest on your
computer for that value of N .

For certain applications (e.g. in geophysics), one needs to calculate unequally
spaced FFTs. These are transformations of the form

N�1X
nD0

z.n/e�2�i�nm=N ; (2.8)
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where �n is the location of point number n. An efficient algorithm was developed by
Dutt and Rokhlin [79]; see also [8]. You can find some applications of this algorithm
on Gregory Beylkin’s webpage [web:2].

2.2 The windowed Fourier transform and Gabor bases

As we noted in Section 2.1, the Fourier coefficients an in (2.1) depend on the behavior of
the function on the whole interval. Similarly, the Fourier transform Of in (2.4) depends
on the behavior of the function on the whole line. If f has different behaviors on
different regions, Of will reflect both behaviors. The information on which behavior is
from which region is not lost, but is encoded in the phase of Of instead of the amplitude,
and so is nearly impossible to interpret. We would therefore like to have an analysis
that is similar to the Fourier analysis (2.1) or (2.4), but is local rather than global.

The simplest way to isolate a local piece of f is to multiply f by some compactly
supported function, which we call a window. We can then select an interval that contains
the support and use the periodic Fourier analysis (2.1). Selecting another window then
allows us to analyze another local piece of f . We could, for example choose the
windows

	Œk;kC1/.t/ ´
´
1 if k � t < k C 1,

0 otherwise,
(2.9)

for all integers k. The functions gn;k.t/ D e2�int	Œk;kC1/.t/ for n; k 2 Z, form
an orthonormal basis for L2.R/. The analysis based on these functions is called the
windowed Fourier transform. We could of course choose other intervals to base our
windows on and perhaps even use some a priori knowledge about the function to adapt
the intervals to it.

However, the windows (2.9) are discontinuous or “sharp”. If the function to be
analyzed is continuous but f .k/ ¤ f .kC1/, then, when we periodize the restriction of
f to the interval Œk; kC1/, we introduce a discontinuity into the periodic extension. This
discontinuity ruins the decay in the Fourier coefficients discussed in Section 2.1.2. If we
try to reconstruct with only the low frequency components, this will produce artifacts
at the edges, called Gibbs’ phenomenon; see [80], Section 1.6. This phenomenon is
named after the American physicist Josiah Willard Gibbs (1839–1903), and he reported
it in a letter to Nature in 1889 [89]. For these reasons smoother windows are desirable.
The sharp windows 	Œk;kC1/ are replaced by a smooth window g with kgk2 D 1, and
its integer translates. The functions that will be used for the analysis are modulations
of these windows, defined by

gn;k.t/ D g.t � k/e2�int : (2.10)

In 1946 the Hungarian physicist Dennis Gabor (1900–1979) considered systems
of this type and proposed to utilize them in communication theory [85]. If g is such
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that fgn;kgn;k2Z defined by (2.10) is an orthonormal basis, then we call fgn;kgn;k2Z

an orthonormal Gabor basis. If the family of modulated translates fgn;kgn;k2Z is a
Riesz basis (Definition 1.3.6) then we call the family a Gabor basis. If the family of
modulated translates is a frame (Definition 1.3.8) we will call it a Gabor frame. Notice
that the Fourier transform of gn;k can be calculated using the time-frequency dictionary
in Table 2.1 as

bgn;k.�/ D Og.� � n/e�2�ik.��n/ D Og.� � n/e�2�ik.�/ D . Og/�k;n.�/: (2.11)

The notation in the last equality parallels the notation in (2.10), but this time the
translation parameter is n instead of k, and the modulation parameter is �k instead
of n. It is a fact that if f ng is an orthonormal basis in L2.R/, then so is the set of their
Fourier transforms fc ng. Formula (2.11) tells us that if g generates an orthonormal
Gabor basis then so will Og. In particular, if g.t/ D 	Œ0;1�.t/, then

Og.�/ D 1	Œ0;1�.�/ D e��i� sin .��/

��

generates an orthonormal Gabor basis. The function Og provides an example of a smooth
window which does not have compact support, but does decay at infinity.

It is not a coincidence that in both examples the Gabor function is not simultaneously
smooth and compactly supported. There is a theoretical obstruction that we will state
precisely in Section 2.2.1, the so-called Balian–Low Theorem (Theorem 2.2.4).

Before we proceed, let us consider a simpler problem related to orthogonal Gabor
bases. This problem will be useful in our discussion on wavelets and filter banks
in Section 3.4.1 and will be a good exercise reviewing Fourier analysis. Consider the
question: How can we characterize square integrable functions g such that their integer
translates f�kg.t/ D g.t � k/gk2Z form an orthonormal system in L2.R/?

Suppose that the system is orthonormal and thus hg; �kgi D ı0;k . This implies
that h Og;b�kgi D ı0;k since the Fourier transform is an unitary transformation in L2.R/.
Using the time-frequency dictionary in Table 2.1, we get that

ı0;k D
Z

R
Og.
/e2�i�k Og.
/ d
 D

Z
R
e2�i�kj Og.
/j2 d
:

Partitioning the line at the integers into unit intervals and using the additive property
of integrals we conclude that

ı0;k D
X
n2Z

Z nC1

n

e2�i�kj Og.
/j2 d
:

The change of variables � D 
 � n in each integral gives for all k 2 Z that

ı0;k D
Z 1

0

e2�i�k
X
n2Z

j Og.� C n/j2 d�:



20 Chapter 2. Time-frequency analysis

Hence the periodic function f .�/ ´ P
n2Z j Og.� C n/j2 has Fourier coefficients

Of .k/ D ı0;k , and therefore it must be equal to one almost everywhere. All the steps
can be reversed, and thus we have shown:

Lemma 2.2.1. For g 2 L2.R/, the family f�kggk2Z is an orthonormal system in
L2.R/ if and only if X

n2Z

j Og.� C n/j2 D 1

for almost every � 2 Œ0; 1�.
A similar argument allows one to characterize functions g 2 L2.R/ such that its

integer translates constitute a Riesz basis for the closure of their span, denoted V0,
which is a closed subspace (see Section 1.4).

Lemma 2.2.2. For g 2 L2.R/, the family f�kggk2Z is a Riesz basis for the closed
subspace V0 D spanf�kggk2Z if and only if there exists constants 0 < c < C < 1
such that

c �
X
n2Z

j Og.� C n/j2 � C (2.12)

for almost every � 2 R.

For a proof of Lemma 2.2.2 see [144], Proposition 2.8.
Notice that if f�kggk2Z is a Riesz basis for V0, then we can define a new function

g� 2 L2.R/ by �g�.�/ D h.�/ Og.�/; (2.13)

where h.�/ D .
P
n2Z j Og.�Cn/j2/�1=2 is a function of period one bounded away from

zero and from infinity by (2.12). It can be checked that g� 2 V0, and by Lemma 2.2.1,
its integer translates form an orthonormal system in V0; furthermore they form an
orthonormal basis of V0; see [144], Theorem 2.13.

2.2.1 Heisenberg boxes and the uncertainty principle. We can measure the spread
of a function by computing its center

Nt D Nt .f / ´
Z

R
t jf .t/j2 dt;

and then its spread

�t .f / ´
�Z

R
.t � Nt /2jf .t/j2 dt

�1=2
: (2.14)

Similarly, we can compute the function’s frequency center (which is the center of Of ),

N� D N�.f / ´
Z

R
�j Of .�/j2 d�;
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and then the function’s frequency spread (which is the spread of Of )

��.f / ´
�Z

R
.� � N�/2j Of .�/j2 d�

�1=2
:

The box in the .t; �/-phase-plane with center at .Nt .f /; N�.f // and size �t .f / by
��.f / is known as the Heisenberg box of f , named after the German mathemati-
cian Werner Karl Heisenberg (1901–1976). Using the time-frequency dictionary in
Table 2.1, we can find the Heisenberg box of certain transformations of f . For ex-
ample, given a Gabor basis generated by g with Heisenberg box centered at .u; s/ D
.Nt .g/; N�.g// and size T D �t .g/ by F D ��.g/, then the Heisenberg boxes of gn;k are
centered at .uC k; s C n/ and have the same size T by F . Figure 3 shows the Gabor
phase-plane and the Heisenberg boxes of g and gn;k .

�

�

s

u

s C n

uC k

T

F

T

F

g

gn;k

t

�

Figure 3. The Gabor phase-plane. Given the Heisenberg box for g centered at .u; s/ and of size
T by F , we can find the Heisenberg boxes for gn;k . In this example k > 0 and n < 0.

The uncertainty principle, whose proof can be found in many textbooks (e.g. [133],
Section 5.4), tells us how much we can simultaneously localize in both time and fre-
quency. For a lot more on Fourier uncertainty principles as well as uncertainty principles
in mathematical physics see [96], Chapters 5 and 7.
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Theorem 2.2.3 (Heisenberg’s uncertainty principle). Given f with kf k2 D 1, we
have

�2t .f / �
2
� .f / � 1

16�2
:

The minimum value is achieved only by a Gaussian function.

For the Gabor bases, we also require our function g 2 L2.R/ to generate an
orthonormal basis or a Riesz basis by the procedure in (2.10). The French physicist
Roger Balian and the American physicist Francis Eugene Low (1921–2007) showed
that this requirement forces g to be poorly localized in either time or frequency.

Theorem 2.2.4 (Balian–Low). Suppose g 2 L2.R/ generates a Gabor basis, then
either Z

t2jg.t/j2dt D 1 or
Z
�2j Og.�/j2d� D 1

4�2

Z
jg0.t/j2dt D 1:

A proof for orthogonal Gabor bases can be found in [95], p. 7, and for general
Gabor bases in [95], Section 8.2. In particular this theorem implies that �t .g/ D 1 or
��.g/ D 1.

Example 2.2.5. g.t/ D 	Œ0;1/.t/ generates an orthonormal Gabor basis, the windowed
Fourier transform. The first integral is finite, but the second is not. In fact g is centered
at .1=2; 0/ and �t .g/ D 1=

p
24 but ��.g/ D 1. In Figure 4 we show the phase-plane

of the windowed Fourier transform.

�

�
0 1 2 3 4 5 6 7 t

�

Figure 4. A schematic of the phase-plane for the windowed Fourier transform. Unfortunately
Theorem 2.2.4 says the boxes should actually have infinite height.
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Example 2.2.6. g.t/ D e��it sin.�t/
�t

generates an orthonormal Gabor basis. This
time the second integral is finite but not the first. The Fourier transform of g is the
characteristic function of the interval Œ0; 1/.

Example 2.2.5 is perfectly localized in time but is not smooth, and Example 2.2.6
is the opposite. In particular the slow decay of the Fourier transform reflects the lack
of smoothness. Thus the Balian–Low theorem tells us that a Gabor function cannot be
simultaneously compactly supported and smooth.

Remark 2.2.7. There are other ways to measure localization than �2t .f /�
2
�
.f /. In

Section 4.6 we discuss another measure that is often more appropriate in applications.

2.2.2 The continuous Gabor transform. There is a continuous Gabor transform as
well. Let g be a real and symmetric window, normalized so that kgk2 D 1, and let

g�;u.t/ D g.t � u/e2�i�t with u; � 2 R:

The Gabor transform is then

Gf .�; u/ ´
Z 1

�1
f .t/g�;u.t/ dt:

The multiplication by the translated window g.t � u/ localizes the Fourier integral to
a neighborhood of u.

The Gabor transform is an isometry and hence invertible in L2.R/. We have a
stable reconstruction formula in L2.R/,

f .t/ D
Z

R

Z
R
Gf .�; u/g�;u.t/ d� du;

and the identity kf k22 D kGf k2
L2.R2/

.

2.3 Local trigonometric expansions

The disappointing consequences of Theorem 2.2.4 can be avoided, however, if the
exponentials are replaced by appropriate sines and cosines. One can then obtain a
Gabor-like basis with smooth, compactly supported bell functions, called the local
cosine basis. They were first discovered by the signal processing expert Enrique Malvar
[115] and introduced independently by the mathematicians Ronald Raphaël Coifman
and Yves Meyer in [54]. They are discussed further in [5], [143].

A standard local cosine basis is constructed as follows. We begin with a sequence
of points on the line (or interval, or circle) � � � < ai < aiC1 < � � � . Let Ii D Œai ; aiC1�.
We construct a set of compatible bells, indexed by their interval, fbi .t/g, with the
properties that
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• bi .t/bi�1.t/ is an even function about ai ,

• bi .t/bi 0.t/ D 0 if i 0 6D i; i ˙ 1, and

•
P
i b
2
i .t/ D 1.

We also take the functions bi to be real and non-negative. On each interval we have a
set of cosines of the proper scaling and shift, denoted	

c
j
i .t/ D

s
2

aiC1 � ai cos

�
.j C 1=2/�.t � ai /

aiC1 � ai
� 
1

jD0
: (2.15)

The set fbi .t/cji .t/g forms an orthonormal basis for the line. An example of a

bi .t/c
j
i .t/ is given in Figure 5. To show that they are indeed orthonormal, we check

Figure 5. A local cosine basis function (thin curve) and its associated bell (thick curve).

several cases. If ji � i 0j � 2, then the two elements are orthogonal because of disjoint
support. If i 0 D i C 1, then

hbi .t/cji .t/; biC1.t/cj
0

iC1.t/i D
Z
Œbi .t/biC1.t/�cji .t/c

j 0

iC1.t/ dt

D
Z

[even] � (even) � (odd)

D
Z

(odd about aiC1) D 0:

(2.16)

If i D i 0 and j 6D j 0, then the properties of the bell allow us to reduce to the orthogo-
nality of cosines of different frequencies, i.e.,

hbicji ; bicj
0

i i D
Z
b2i c

j
i c
j 0

i dt D
Z aiC1

ai

c
j
i c
j 0

i dt D 0:

If i D i 0 and j D j 0, then the integral evaluates to one. Completeness of the basis
follows from the completeness of Fourier series.
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The local cosine basis functions are localized in both time and frequency, within the
limitations of the uncertainty principle. Intuitively, each is supported in a Heisenberg
box, and together their boxes tile the phase-plane. Figure 6 shows an example of a local
cosine phase-plane. Note that bi .t/c

j
i .t/ actually contains both positive and negative

frequencies, since cos.kt/ D .eikt C e�ikt /=2. Formally we should separate these
parts and have two Heisenberg boxes, but we typically just show the positive part and
have a “half” phase-plane.

�

�
x

�

a0 a1 a2 a3

Figure 6. An example of the phase-plane of a local cosine basis. Only the positive frequency
part is shown.

The local cosine basis can be very efficient at representing smooth functions with
sustained high frequencies, such as the one in Figure 7. This associated Legendre

Figure 7. An associated Legendre function.

function (named after the French mathematician Adrien-Marie Legendre (1752–1833)
arises in spherical harmonics (see e.g. [121]). Intuitively, one can decide which local



26 Chapter 2. Time-frequency analysis

cosine basis functions are needed by intersecting the “instantaneous” frequency of the
function with the phase-plane, as shown in Figure 8. An example of adapting the local

�

�

�

tjI j D l

1=l

�


.t/

Figure 8. Phase-plane intuition: If a function has ‘instantaneous frequency’ 
.t/ (i.e., 
 is the
“positive derivative of the phase” of f ), then it should be represented by those local cosine
basis elements whose rectangles intersect 
.t/. There are maxf�l; 1g of these. See [121] for a
discussion on how this intuition can be made quantitative.

cosine basis to the behavior of a function is given in Figure 9. In Section 2.4.1 we will
consider the same functions and the wavelet phase-plane in Figure 12. The local cosine

�

�
t

�

�
�

�



n

Figure 9. The local cosine boxes needed for the eigenfunctions of �@2=@t2 � C=t , which have
instantaneous frequency 
n D p

C=t C �n. See [11] for an application where one needs to
efficiently represent such eigenfunctions.
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basis is based on trigonometric functions. With some simple preprocessing similar to
that found in e.g. [124], Chapter 12, the local cosine expansion on each interval can
be converted to a Fourier series expansion. The FFT from Section 2.1.3.1 can then be
used to perform a fast local cosine transform.

2.4 The wavelet transform

The Gabor bases provide better localization than the Fourier bases, but the time lo-
calization is fixed by the size of the windows. In 1982, the French geophysicist Jean
Morlet had the idea of using dilations and translations, instead of the modulations and
translations in the Gabor bases, to attempt to generate a basis. This key idea enables
the wavelet bases to achieve time-frequency localization at all scales. A fascinating
account of the history of wavelets up to 1994 can be found in [102], Part II, Chapter 0.

2.4.1 Orthogonal wavelets. An orthogonal wavelet is a square integrable function 
such that its dyadic dilates and its integer translates,

 j;k.t/ ´ 2j=2 .2j t � k/ for j; k 2 Z; (2.17)

form an orthonormal basis of L2.R/. There are a vast number of interesting wavelets,
and we will describe some of them in detail in subsequent chapters.

Having an orthonormal basis f j;kgj;k2Z dictates the analysis and synthesis of a
given signal. The analysis is given by the orthogonal wavelet transform, which is
defined by

Wf .j; k/ ´ hf; j;ki D
Z

R
f .t/ j;k.t/dt: (2.18)

To compute the coefficients we simply take inner product between f and the elements
of the basis. The synthesis is given by the reconstruction formula

f .t/ D
X
j;k2Z

hf; j;ki j;k.t/: (2.19)

Notice that on the Fourier side we have

b j;0.�/ D 2�j=2 y .2�j �/:

If a wavelet  has a Heisenberg box centered at .u; s/ D .Nt . /; N�. // and size
T D �t . / by F D ��. /, then  j;k has Heisenberg box centered at .uj;k; sj;k/ D
.2�j .uC k/; 2j s/ and size Tj;k D 2�jT by Fj;k D 2jF . See Figure 10 for an illus-
tration. We thus see that the proportions of the Heisenberg boxes change with the scale
parameter j and remain constant along translations k. For j D 0 they are essentially
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�

�

s

u

2j s

2�j .uC k/

T

F

2�jT

2jF

 

 j;k

t

�

Figure 10. The Heisenberg box for  j;k given the Heisenberg box for the wavelet  centered
at .u; s/ and of size T by F . In this example j < 0 and k > 0.

squares of area one and for other j the dimensions are 2�j � 2j . Note that as with
the local cosine basis in Section 2.3, there are actually two Heisenberg boxes, one for
positive frequencies and one for negative frequencies. The wavelet transform divides
the phase-plane differently than either the Fourier or local cosine bases. The wavelet
phase-plane is given in Figure 11.

�

�
t

�

W1

W0

W�1
W�2
V�2

Figure 11. A schematic of the wavelet phase-plane. The labels on the � axis correspond to the
subspaces of the multiresolution analysis discussed in Chapter 3.
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Although the relative positions and proportions of the boxes are correct based on
Figure 10, the division in Figure 11 is not as rigorous as in the local cosine case.
For example, a high-frequency segment of f will cause significant coefficients in
low-frequency wavelets, but not in low-frequency local cosine basis elements. Some
wavelets, such as the Haar wavelet in Section 3.2, have F D ��. / D 1, so their
wavelet phase-plane is just a schematic representation.

For the functions decomposed in the local cosine basis in Figure 9, wavelets give
the decomposition in Figure 12. Note that whereas the local cosine basis had to adapt
to account for the location of the singularity, the wavelet basis naturally matches it.

�

�
t

�

Figure 12. The wavelet boxes needed for the eigenfunctions of �@2=@t2 � C=t , which have
instantaneous frequency 
n D p

C=t C �n. Compare to Figure 9.

2.4.2 The continuous wavelet transform. There is a continuous version of the wave-
let transform, where the translation index k is replaced by a continuous translation
parameter u 2 R and the scale index j is replaced by a continuous scaling param-
eter s > 0. This continuous wavelet transform can be traced back to the famous
Calderón’s reproducing formula, named after the Argentinian mathematician Alberto
Pedro Calderón (1920–1998). A family of time-frequency atoms is obtained from a
wavelet  2 L2.R/ with zero average (

R
 D 0) and norm one (k k2 D 1) by

rescaling by s and shifting by u, resulting in

 s;u.t/ ´ 1p
s
 

�
t � u
s

�
:
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The continuous wavelet transform is then defined by

Wf .s; u/ ´ hf; s;ui D
Z

R
f .t/ s;u.t/ dt:

If  is real valued, then the wavelet transform measures the variation of f near u
at scale s. To return to the discrete orthonormal case, we would set u D k2�j and
s D 2�j . As the scale s goes to zero (j goes to infinity), the decay of the wavelet
transform characterizes the regularity of f near u.

Under very mild assumptions on the real-valued wavelet  we obtain a reconstruc-
tion formula. If  satisfies Calderón’s admissibility condition [21]

C ´
Z 1

0

j y .�/j2
�

d� < 1;

then the Calderón reproducing formula states that for any f 2 L2.R/,

f .t/ D 1

C 

Z 1

0

Z C1

�1
Wf .s; u/ s;u.t/

du ds

s2

and kf k2 D 1p
C 

kWf kL2.RC�R/. Notice that to guarantee the validity of the admis-

sibility condition it is necessary that y .0/ D 0, which in turn implies the wavelet must
have zero average.

One can heuristically discretize the above integrals over the natural time-frequency
tiling of the upper-half plane given by the parameters j , k to obtain the discrete recon-
struction formulas and the corresponding admissibility condition thatX

j2Z

j y .2j �/j2 D 1 for almost every �:

It turns out that this condition is necessary and sufficient for an orthonormal system
f j;kg to be complete. Analogous admissibility conditions for general dilations have
been shown to be necessary and sufficient by R. Laugesen [109].

The following two wavelets decay exponentially in space but do not have compact
support. They both are commonly used for the continuous wavelet transform.

Mexican hat. The Mexican hat is a wavelet that has a closed formula involving second
derivatives of the Gaussian:

 .t/ D C.1 � t2/et2=2;
where the constant is chosen to normalize it in L2.R/. The two-dimensional version
of this function is popular in “vision analysis”.

Morlet wavelet. The Morlet wavelet also has a closed formula

 .t/ D Ce�t2=2 cos .5t/:
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Multiresolution analysis and wavelets

It has been observed that in many “natural” phenomena, the duration of an “event” is
inversely proportional to its frequency. For example, a signal might have a long, low-
frequency segment followed by a short, high-frequency burst, then a medium-duration,
medium-frequency part, and finally return to a long, low-frequency segment. The
low-frequency behavior might instead be present through the whole signal and have
the higher-frequency parts added to it. To represent functions/signals of this type, one
would like a basis whose elements also have the property that their duration is inversely
proportional to their frequency. The basis should also have multiple resolutions at
the same time: a high resolution for high frequencies and a low resolution for low
frequencies. Wavelets provide such a multiresolution analysis.

Multiresolution methods that can handle such phenomena have a long history in
numerical analysis, starting with multigrid methods (see e.g. [18]), and typically are
fast iterative solvers based on hierarchical subdivisions. For a comparison of wavelets
with these methods and fast multipole methods see the invited address delivered by
G. Beylkin at the 1998 International Congress of Mathematicians [9].

In this chapter we introduce Mallat’s orthogonal multiresolution analysis (MRA).
We describe carefully the MRA for the simple example of the Haar wavelet (perfectly
localized in time but poorly localized in frequency), which already captures the main
ideas. The Haar wavelet example also illustrates the principle of the fast wavelet
transform, which we proceed to describe in detail. We then discuss the connection
to filter banks, properties that can be read from the filters, and desired but competing
attributes that can be incorporated in the design of wavelets. Finally we discuss some
compactly supported wavelets in the Daubechies’ family and some non-compactly
supported wavelets. In particular we describe the Shannon wavelet and MRA, which is
the opposite of the Haar wavelet (perfectly localized in frequency but poorly localized
in time).

3.1 Multiresolution analysis

An orthogonal multiresolution analysis is a decomposition of L2.R/ into a chain of
nested closed subspaces

� � � � V�2 � V�1 � V0 � V1 � V2 � � � � � L2.R/

such that
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(1)
T
j2Z Vj D f0g (trivial intersection) and

S
j2Z Vj is dense in L2.R/ (density);

(2) f .t/ 2 Vj if and only if f .2t/ 2 VjC1 (scaling property);

(3) f .t/ 2 V0 if and only if f .t � k/ 2 V0 for any k 2 Z (translation invariance);

(4) There exists a scaling function ' 2 V0 such that f'.t�k/gk2Z is an orthonormal
basis of V0.

Note. Some authors, and the software package Matlab [web:9], index the increasing
subspaces in decreasing order, that is, Vj � Vj�1 and Vj ! L2.R/ as j ! �1. It is
a good idea to be aware of what convention is used by any given author.

The chain of subspaces in an MRA is completely defined by its scaling function '.
The “initial” subspace V0 is the closure of the span of the integer translates of '. To
create the other subspaces we use the scaling property that allows us to move upwards
and downwards in the scale of subspaces. The fact that the subspaces so created from
a given function ' satisfy the properties of an MRA is true for only some functions,
the scaling functions. The challenge is to identify those scaling functions that generate
MRAs; we will say more about that in Section 3.4.

For notational convenience we define

'j;k.t/ ´ 2j=2'.2j t � k/ (3.1)

and note that 'j;k 2 Vj and, by hypothesis, f'j;kgk2Z is an orthonormal basis of Vj .
We let Pj be the orthogonal projection into Vj , i.e.,

Pjf .t/ D
X
k2Z

hf; 'j;ki'j;k.t/: (3.2)

See Section 1.4 for the basic properties of orthogonal projections. The functionPjf .t/
is an approximation to the original function at scale 2�j . More precisely, it is the best
approximation of f in the subspace Vj ; see Figure 13.

�
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�
�
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�
�
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�

�
�

�
�
��

�

f

Pjf

f � Pjf
Vj

Figure 13. Pjf is the best approximation of f in Vj . That is, f � Pjf is the shortest vector
from f to Vj and is orthogonal to Vj .
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Since Vj � VjC1, the approximationPjC1f is better than (or equal to) the approx-
imation Pjf . To go from the approximation Pjf to the better approximation PjC1f ,
we simply add their difference. Letting

Qjf D PjC1f � Pjf
we clearly have PjC1 D Pj C Qj . This defines Qj to be the orthogonal projection
onto a closed subspace, which we call Wj . The space Wj is the orthogonal complement
(Definition 1.4.2) of Vj in VjC1, and VjC1 is the direct sum of Vj and Wj :

VjC1 D Vj ˚ Wj :

The condition that
S
j2Z Vj is dense in L2.R/ translates to

L2.R/ D
M
j2Z

Wj ; (3.3)

where the overline means closure in L2.R/.
One can show (see Mallat [114]) that the scaling function ' determines the wavelet

 , such that f .x � k/gk2Z is an orthonormal basis of W0. Since Wj is a dilation of
W0, we can define

 j;k.t/ ´ 2j=2 .2j t � k/
and have

Wj D spanf j;kgk2Z:

Furthermore, the functions f j;kgk2Z are orthonormal, and therefore the orthogonal
projection of f into Wj is

Qjf D
X
k2Z

hf; j;ki j;k :

Since (3.3) holds, the full set f j;kgj;k2Z forms an orthonormal basis of L2.R/.
An MRA (not necessarily orthogonal) is a chain of nested closed subspaces of

L2.R/ that satisfies conditions (1)–(3) in the definition of the orthogonal MRA, and
instead of condition (4) satisfies

(40) There exists a scaling function ' 2 V0 such that f'.t � k/gk2Z is a Riesz basis
of V0 (see Definition 1.3.6).

Notice that by (2.13), given an MRA with scaling function ', we can always associate
another function '� so that now we have an orthogonal MRA with scaling function '�.

The wavelet basis involves translations (like the Gabor basis in Section 2.2) and
scalings (instead of modulations). This provides the zooming mechanism that is behind
the multiresolution structure of these bases.
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3.2 The Haar wavelet and MRA

Before discussing how to construct scaling functions and wavelets we will consider a
simple example that predates the main development of wavelets, namely the Haar basis.
This basis was introduced by the Hungarian mathematician Alfred Haar (1885–1933)
in 1910 in his PhD thesis [91]. Haar’s motivation was to find a basis of L2.Œ0; 1�/

that, unlike the trigonometric system, will provide uniform convergence of the partial
sums for continuous functions on Œ0; 1�. This property is shared by most wavelets,
in contrast with the Fourier basis for which the best we can expect for continuous
functions is convergence a.e. (Definition 1.2.12).

Let the scaling function be

'.x/ D
´
1 for 0 � x < 1;

0 elsewhere:

The closure of the span of the integer translates of ' is the subspace

V0 D spanf'.x � k/gk2Z;

consisting of piecewise constant functions in L2.R/ with jumps only at the integers.
Likewise, for each j 2 Z fixed, the closure of the span of the functions f'j;kgk2Z is
the subspace Vj consisting of piecewise constant functions in L2.R/ with jumps only
at integer multiples of 2�j .

The Haar wavelet is

 .t/ D

8̂<̂
:

�1 for 0 � t < 1=2;

1 for 1=2 � t < 1;

0 elsewhere:

The Haar functions are thus

 j;k.t/ D

8̂<̂
:

�2j=2 for 2�jk � t < 2�j .k C 1=2/;

2j=2 for 2�j .k C 1=2/ � t < 2�j .k C 1/;

0 elsewhere:

The closure of the span of the integer translates of the Haar wavelet  is the sub-
space W0, consisting of piecewise constant functions in L2.R/ with jumps only at
half-integers and average zero between any two integers. Likewise the subspaces Wj

are piecewise constant functions in L2.R/ with jumps only at the integer multiples
of 2�.jC1/ and average zero between the integer multiples of 2�j . The Haar func-
tions form an orthonormal basis in L2.R/. The functions f'; j;k W j � 0; k D
0; 1; : : : ; 2j � 1g form an orthonormal basis of L2.Œ0; 1�/.
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We next consider an example on how to decompose a function into its projections
onto the subspaces. In practice we select a coarsest scale V�n and finest scale V0,
truncate the chain to

V�n � � � � � V�2 � V�1 � V0

and obtain

V0 D V�n
nM

jD1
W�j : (3.4)

We will go through the decomposition process in the text using vectors, but it is
more enlightening to look at the graphical version in Figure 14. We begin with a vector

�

�

�

�
�
�
�
���

�
�
�
�
���

�
�
�
�
���

V�3 W�3

V�2 W�2

V�1 W�1

V0

Figure 14. A wavelet decomposition. V0 D V�3 ˚ W�3 ˚ W�2 ˚ W�1.

of 8 D 23 “samples” of a function, which we assume to be the average value of the
function on eight intervals of length 1, so that our function is supported on the interval
Œ0; 8�. We will use the vector

v0 D Œ6; 6; 5; 3; 0;�2; 0; 6�
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to represent our function in V0. To construct the projection onto V�1 we average pairs
of values to obtain

v�1 D Œ6; 6; 4; 4;�1;�1; 3; 3�:
The difference v0 � v1 is in W�1, so we have

w�1 D Œ0; 0; 1;�1; 1;�1;�3; 3�:
By repeating this process, we obtain

v�2 D Œ5; 5; 5; 5; 1; 1; 1; 1�;

w�2 D Œ1; 1;�1;�1;�2;�2; 2; 2�;
v�3 D Œ3; 3; 3; 3; 3; 3; 3; 3�;

w�3 D Œ2; 2; 2; 2;�2;�2;�2;�2�:
For the example in Figure 14, the scaling function subspaces are shown in Figure 15

and the wavelet subspaces are shown in Figure 16. To compute the coefficients of the

V�1 D span

0BBBBBBBBB@

1CCCCCCCCCA

V�2 D span

0B@
1CA

V�3 D span

0B@
1CA

Figure 15. The scaling function subspaces used in Figure 14.

expansion (3.2), we need to compute the inner product hf; 'j;ki for the function (3.1).
In terms of our vectors, we have, for example

hf; '0;3i D hŒ6; 6; 5; 3; 0;�2; 0; 6�; Œ0; 0; 0; 1; 0; 0; 0; 0�i D 3

and

hf; '�1;1i D hŒ6; 6; 5; 3; 0;�2; 0; 6�; Œ0; 0; 1=p2; 1=p2; 0; 0; 0; 0�i D 8=
p
2: (3.5)
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W�1 D span

0BBBBBBBBB@

1CCCCCCCCCA

W�2 D span

0BB@
1CCA

W�3 D span

0BB@
1CCA

Figure 16. The wavelet subspaces used in Figure 14.

The scaling function ' satisfies the two-scale recurrence equation,

'.t/ D '.2t/C '.2t � 1/;
which tells us 'j;k D .'jC1;2k C 'jC1;2kC1/=

p
2, and thus

hf; 'j;ki D 1p
2
.hf; 'jC1;2ki C hf; 'jC1;2kC1i/:

Hence we can also compute

hf; '�1;1i D 1p
2
.hf; '0;2i C hf; '0;3i/ D 1p

2
.5C 3/;

which of course agrees with (3.5). The coefficients hf; 'j;ki for j fixed are called the
averages or approximation coefficients of f at scale j and are commonly denoted aj;k .

Similarly, the wavelet satisfies the two-scale difference equation

 .t/ D '.2t � 1/ � '.2t/;
and thus we can recursively compute

hf; j;ki D 1p
2
.hf; 'jC1;2kC1i � hf; 'jC1;2ki/:
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The coefficients hf; j;ki for j fixed are called the differences or detail coefficients of f
at scale j and are commonly denoteddj;k . Evaluating the whole set of Haar coefficients
dj;k and averages aj;k requires 2.N�1/ additions and 2N multiplications. The discrete
wavelet transform can be performed using a similar cascade algorithm with complexity
O.N /, where N is the number of data points; see Section 3.3.

We can view the averages at resolution j like successive approximations to the
original signal. The details necessary to move from level j to the next level .j C 1/

are encoded in the Haar coefficients at level j . Starting at a low resolution level, we
can obtain better and better resolution by adding the details at the subsequent levels.
As j ! 1, the resolution is increased, that is, the steps get smaller (length 2�j )
and the approximation converges to f 2 L2.R/ a.e. and in L2-norm. Moreover, if
f is also continuous then the convergence is uniform on closed intervals (unlike the
trigonometric system). Clearly the subspaces are nested, that is, Vj � VjC1 and their
intersection is the trivial subspace containing just the zero function. Therefore the Haar
scaling function generates an orthogonal MRA.

3.3 Algorithm: The fast wavelet transform

We first give a simplistic version of the fast wavelet transform that illustrates the overall
structure and connects back to our example with the Haar wavelet. Then we develop
the machinery of filter banks and present the fast wavelet transform via these filter
banks. We will reuse this machinery in Section 3.4.1 to describe the construction and
implementation of Daubechies wavelets.

3.3.1 Simplistic version. Given an orthogonal MRA with scaling function ', then
' 2 V0 � V1 and the functions '1;k.t/ D p

2'.2t�k/ for k 2 Z form an orthonormal
basis of V1. This means that there exist coefficients fhkgk2Z such that the following
scaling equation holds:

'.t/ D
X
k2Z

hk'1;k.t/ D p
2

X
k2Z

hk'.2t � k/: (3.6)

Similarly, the wavelet  is an element of W0 � V1. Therefore it will also be a
superposition of the basis f'1;kgk2Z of V1, and we will have

 .t/ D
X
k2Z

gk'1;k.t/ D p
2

X
k2Z

gk'.2t � k/: (3.7)

For the Haar scaling function, we have h0 D h1 D 1=
p
2, and all other coefficients

hk are 0. For the Haar wavelet we have g0 D �1=p2 and g1 D 1=
p
2, and all other

coefficients are 0. Thus these sums that appear to be infinite actually only have two
nonzero summands.



3.3. Algorithm: The fast wavelet transform 39

In general these sums need not be finite, but for many wavelets they are, so we
assume that only L summands are nonzero. A cascade algorithm, similar to the one
described for the Haar basis, can then be implemented to provide a fast wavelet trans-
form. We suppose that we are given the coefficients faJ;k D hf; 'J;kigkD0;1;:::;N�1,
which are N D 2J “samples” of the function f defined on the interval Œ0; 1� and ex-
tended periodically on the line. The coefficients aj;k D hf; 'j;ki and dj;k D hf; j;ki
for scales j < J can be calculated via

aj;k D
N2�j�1X
nD0

hn ajC1;nC2k and dj;k D
N2�j�1X
nD0

gn ajC1;nC2k; (3.8)

where aj D faj;kg and dj D fdj;kg are viewed as periodic sequences with period
N2�j > L. Although the sum goes up to N2�j � 1, there are only L nonzero
summands. Thus a single aj;k or dj;k costs order L operations to compute, given all
the coefficients ajC1;k at the next finer scale. Since there are only 2N total aj;k and
dj;k involved in the cascade, only order 2NL total operations are needed. A graphical
version of this algorithm is given in Figure 17.

V�3 
 B W�3

V�2 
 
 B B W�2

V�1 
 
 
 
 B B B B W�1

V0 
 
 
 
 
 
 
 


H
�
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���G

H
�

���
�
���G

H
�
���

�
��� G

Figure 17. The cascade algorithm for the fast wavelet transform.

3.3.2 Version using filter banks. The sequence H D fhkg used in (3.6) is the so-
called lowpass filter. The refinement mask or symbol is given by

H.z/ D 1p
2

X
hkz

k :
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Note that the notation H is used to mean a sequence and also used to mean a function
in z D e�2�i� constructed from this sequence. In addition, the notationH will be used
to mean the periodic function of period one in the frequency variable � , whose Fourier
coefficients are yH.n/ D hn=

p
2. We expect that it will be clear from the context which

H we mean in each case. The factor 1=
p
2 is present so that in the Fourier domain the

scaling equation (3.6) will read

y'.�/ D H.�=2/ y'.�=2/: (3.9)

We define the highpass filter G D fgkg to use in (3.7) by

gk D .�1/1�kh1�k :

In Section 3.4 we will discuss why G defined in this way yields the wavelet  . The
Haar wavelet obtained with this recipe coincides with the Haar function in Section 3.2.

We will assume that the lowpass filterH is a finite impulse response (FIR) filter of
length L, meaning that it has only L nonzero entries. The scaling function ' for an
FIR filter always has compact support. (A function ' has compact support if there is
a finite interval Œ�M;M� such that '.x/ D 0 for all jxj > M .)

Given two finite sequences H D fhng and A D fang of some length K, extended
periodically, we define the discrete circular convolution by

ŒH 	 A�.m/ ´
K�1X
nD0

hnam�n:

We define the conjugate flip filter zH D f Qhk D h�kg and similarly for zG. In terms of
these definitions, the formulas (3.8) can be rewritten as

aj;k D Œ zH 	 ajC1�.2k/ and dj;k D Œ zG 	 ajC1�.2k/:

Thus we can obtain the approximation (“average”) and detail coefficients at a rougher
scale j by convolving the approximation coefficients at the finer scale j C 1 with the
low and highpass filters zH and zG, and downsampling by a factor of 2. More precisely
the downsampling operator D takes anN -vector and maps it into a vector half as long
by discarding the odd entries, Ds.n/ D s.2n/; it is denoted by the symbol # 2 . In
electrical engineering terms this is the analysis phase of a subband filtering scheme,
which can be represented schematically as follows:

	 zH �� # 2 �� aj

ajC1
�������

�������

	 zG �� # 2 �� dj .
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The process of computing the coefficients can be represented by the following tree or
pyramid scheme

aJ ��

��������� aJ�1 ��

��������� aJ�2 ��

���������� aJ�3 � � �

dJ�1 dJ�2 dJ�3 � � � ,

which corresponds to Figure 17.
The reconstruction of the “averages” at level j from the averages and details at the

previous level is also an order N algorithm,

ajC1;2n D
L=2DMX
kD1

h2kaj;n�k C
L=2DMX
kD1

g2kdj;n�k

and

ajC1;2n�1 D
L=2DMX
kD1

h2k�1aj;n�k C
L=2DMX
kD1

g2k�1dj;n�k :

These formulas can also be rewritten in terms of circular convolutions as

ajC1;m D
X
n

Œhm�2naj;n C gm�2ndj;n� D H 	 Uaj .m/CG 	 Udj .m/;

where here we first upsample the approximation and detail coefficients to restore the
right dimensions, then convolve with the filters and finally add the outcomes. More
precisely, the upsampling operator U takes an N -vector and maps it to a vector twice
as long, by intertwining zeros,

Us.n/ D
´
s.n=2/ if n is even;

0 if n is oddI

it is denoted by the symbol " 2 . This corresponds to the synthesis phase of the
subband filtering scheme, which can be represented schematically by:

aj �� " 2 �� 	H
�����

��

˚ �� ajC1.

dj �� " 2 �� 	G
�������

The reconstruction can also be illustrated with a pyramid scheme,

an �� anC1 �� anC2 �� anC3 � � �

dn

����������
dnC1

���������
dnC2 � � � .

����������
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Notice that both up and downsampling have nice representations on Fourier domain,

cDz.�/ D Oz.�=2/C Oz.�=2C 1=2/

2
and cUz.�/ D Oz.2�/:

Observe that once the lowpass filter H is chosen, then the highpass filter G, the
scaling function ', and the wavelet are completely determined, and so is the MRA. In
practice one never computes the values of' and . All the manipulations are performed
with the filters G and H , even if they involve calculating quantities associated to '
or  , such as moments or derivatives. See Section 3.4.3 on how to use the cascade
algorithm to obtain pictures of ' and  given only the FIR filter H .

The total cost of this cascade is 2 � N � L, where L is the length of the filter.
GenerallyL � N , but if it is not, then the FFT can be used to perform the convolutions.

3.4 Daubechies style wavelets

When we introduced wavelets through the multiresolution analysis (MRA) in Sec-
tion 3.1, we deliberately avoided the issue of how to find an MRA and its associated
scaling function and wavelet. Much work has gone into this and a vast number of dif-
ferent types of wavelets have now been constructed. Since so many are now available
in the literature, one should only consider constructing one’s own if one has a very,
very good reason.

In this section we discuss the wavelets that grew mainly from the work [68] of the
Belgian physicist and mathematician Ingrid Daubechies. These wavelets are compactly
supported and can be designed with as much smoothness as desired. But as smoothness
increases so does the length of the support, which is an example of the trade-offs often
encountered in the design of wavelets. In fact, there are no infinitely differentiable and
compactly supported orthogonal wavelets.

The construction and implementation of Daubechies wavelets is intimately con-
nected with the theory of filter banks as described in Section 3.3.2. We attempt here
to give at least some ideas justifying the formulas and algorithms, and we direct the
reader to other sources for complete proofs of the statements.

3.4.1 Filter banks. In Section 3.3.2 we introduced the lowpass filter H D fhkgk2Z

associated to an MRA with scaling function '. Recall the scaling equation

'.t/ D
X
k2Z

hk'1;k.t/; (3.10)

which is just a reflection of the fact that ' 2 V1, and the definition of the refinement
mask

H.z/ D 1p
2

X
k2Z

hkz
k :
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Similarly, the wavelet  2 V1 leads to the equation

 .t/ D
X
k2Z

gk'1;k.t/; (3.11)

which defines the highpass filter G and refinement mask

G.z/ D 1p
2

X
k2Z

gkz
k :

Given the lowpass filter H , in Section 3.3.2 we chose, in a seemingly arbitrary
fashion, the highpass filter G D fgkgk2Z by

gk D .�1/1�kh1�k; (3.12)

and claimed it will indeed produce the desired wavelet  by equation (3.11). We will
try to justify here why such choice is acceptable and clarify some of the necessary
conditions on the filters H and G so that there is a solution ' to the equation (3.10)
that generates an orthogonal MRA.

The first observation is that if ' is given by the scaling equation (3.10) and if
f'.t � k/gk2Z is an orthonormal set, then the lowpass filter H must satisfy

jH.z/j2 C jH.�z/j2 D H.z/H.z/CH.�z/H.�z/ D 1 (3.13)

for almost every z D e�2�i� . To justify this equation, first use Lemma 2.2.1 with g
replaced by '. Now use the scaling equation on the Fourier side (3.9) and separate the
sum over the odd and the even integers to obtainX
n2Z

ˇ̌̌̌
H

�
�

2
C n

�ˇ̌̌̌2 ˇ̌̌̌
y'

�
�

2
C n

�ˇ̌̌̌2
C

X
n2Z

ˇ̌̌̌
H

�
�

2
C nC 1

2

�ˇ̌̌̌2 ˇ̌̌̌
y'

�
�

2
C nC 1

2

�ˇ̌̌̌2
D 1:

Since e�2�in D 1, we can simplify toˇ̌̌̌
H

�
�

2

�ˇ̌̌̌2 X
n2Z

ˇ̌̌̌
y'

�
�

2
C n

�ˇ̌̌̌2
C

ˇ̌̌̌
H

�
�

2
C 1

2

�ˇ̌̌̌2 X
n2Z

ˇ̌̌̌
y'

�
�

2
C nC 1

2

�ˇ̌̌̌2
D 1:

Using Lemma 2.2.1 again, we obtainˇ̌̌̌
H

�
�

2

�ˇ̌̌̌2
C

ˇ̌̌̌
H

�
�

2
C 1

2

�ˇ̌̌̌2
D 1:

Since this is true for all �, we can replace �=2 with � . Finally, since e�2�i.1=2/ D �1,
when we convert back to z we obtain (3.13). For full details see [95], p. 54.

The condition (3.13) is recognized in the engineering community as a quadrature
mirror filter (QMF) condition, necessary for exact reconstruction for a pair of filters.
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This condition was introduced in 1985 by Smith and Barnwell [132] for subband coding,
although subband coding schemes without aliasing date back to Esteban and Galan [82]
in 1977. There is a good discussion in Daubechies’ classic book [68], pp. 156–163,
about connections with subband filtering, as well as books dedicated to the subject,
such as the one authored by Vetterli and Kovacevic [142].

Since  satisfies (3.11) and its integer shifts are also supposed to be orthonormal,
we conclude that the highpass filter G must also satisfy a QMF condition, namely, for
almost every z D e�2�i� ,

jG.z/j2 C jG.�z/j2 D G.z/G.z/CG.�z/G.�z/ D 1: (3.14)

In fact, if we define G via (3.12), which is equivalent to

G.z/ D zH.�z/ .or G.�/ D e�2�i�H.� C 1=2//; (3.15)

and H is a QMF, then G will be a QMF too. The orthogonality between W0 and V0
implies that for almost every z D e�2�i� we must have

H.z/G.z/CH.�z/G.�z/ D 0I (3.16)

this condition is automatically satisfied by the choice (3.12) for G.
The two QMF conditions (3.13) and (3.14), plus condition (3.16), can be summa-

rized by the single statement that the 2 � 2 matrices

A.z/ D
�
H.z/ G.z/

H.�z/ G.�z/
�
;

are unitary for almost every z D e�2�i� . (Remember that a matrix is unitary if its
columns form an orthonormal set, which implies that its rows are also orthonormal.)

If we choose A.z/ to be the identity matrix, the simplest 2 � 2 unitary matrix,
then A.�z/ must be the unitary matrix

�
0 1
1 0

�
. This choice for all z D e2�i� , with

� 2 Œ0; 1=2/, determines A.z/ for all values of z on the unit circle and will lead us to
the Haar basis.

These conditions on finite impulse response filters (FIR) are necessary and sufficient
to guarantee the validity of the following perfect reconstruction filter bank, which we
already discussed in Section 3.3.2:

	 zH �� # 2 �� aj�1 �� " 2 �� 	H
�����

��

aj
�������

������� ˚ �� aj :

	 zG �� # 2 �� dj�1 �� " 2 �� 	G
�������

A general filter bank is any sequence of convolutions and other operations. The
study of such banks is an entire subject in engineering called multirate signal analysis
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or subband coding. The term filter is used to denote a convolution operator, because
such operator can cut out various frequencies if the corresponding Fourier multiplier
vanishes (or is very small) at those frequencies. You can consult Strang and Nguyen’s
textbook [134], or Vetterli and Kovacevic [142].

The existence of a solution of the scaling equation can be expressed in the language
of fixed point theory. Given a lowpass filter H , we define a transformation T '.t/ Dp
2

P
k hk'.2t � k/ and then try to determine if it has a fixed point '. If it does, then

the fixed point is a solution to the scaling equation. (One still must make sure that
this ' generates an orthogonal MRA, but we will not pursue this line of thought here;
see [88].)

Recall that on the Fourier side the scaling equation becomes

y'.�/ D H.�=2/y'.�=2/;
where H.�=2/ D H.z1=2/, or, in general, H.s�/ D H.zs/ with z D e�2�i� . We can
iterate this formula to obtain

y'.�/ D
NY
jD0

H.�=2j / y'.�=2N /:

Provided y' is continuous at � D 0, y'.0/ ¤ 0, and the infinite product converges, then
a solution to the scaling equation will exist. Furthermore the integer translates of '
will form a Riesz basis for V0; see [144], Theorem 2.13. It turns out that to obtain
orthonormality of the set f'0;kgk2Z we must have jH.z D 1/j D jH.� D 0/j D
jy'.0/j D 1, and one usually normalizes to H.1/ D y'.0/ D R

'.t/dt D 1. This
convention is useful in numerical implementations of the wavelet transform.

If we require H.1/ D 1, then the QMF condition (3.13) implies that H.�1/ D
H.� D 1=2/ D 0. The orthogonality condition (3.16) then impliesG.1/ D 0, and so it
follows from the QMF condition (3.14) that jG.�1/j D 1. Since z D 1 corresponds to
� D 0, G.1/ D 0 implies y .0/ D R

 .t/dt D 0. This is a standard cancellation
property for wavelets and indicates that G suppresses low frequencies. Similarly
H.�1/ D 0 implies thatH suppresses high frequencies. This explains the terminology
lowpass filter and highpass filter.

The conditions on the filter H that will guarantee the existence of a solution ' to
the scaling equation are now well understood; see [95] for more details. For example,
H.1/ D 1 implies that

PL�1
kD0 hk D p

2. As already mentioned, the orthonormality
of the integer shifts of the scaling function implies the QMF condition for H . For
FIR filters H the conditions listed above are sufficient to guarantee the existence of
a solution ' to the scaling equation. For infinite filters an extra decay assumption is
necessary, but it is not sufficient to guarantee the orthonormality of the integer shifts
of '. However, if for example inf j�j�1=4 jH.�/j > 0 is also true, then f'0;kg is an
orthonormal set in L2.R/. See Frazier’s book [84], Chapter 5, for more details, or
more advanced textbooks.
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Once ' has been found that generates an orthogonal MRA, then Mallat’s Theorem
[113] guarantees that  exists and satisfies

y .�/ D G.�=2/y'.�=2/ (3.17)

on the Fourier side, where G.z/ D zH.�z/ is given by our choice (3.15) (see [144],
Proposition 2.18 and Theorem 2.20).

We hope the connection to filter banks is now clear. In summary, compactly sup-
ported scaling functions imply FIR filters, and FIR filters that satisfy some relatively
easy to verify conditions lead to compactly supported scaling functions and wavelets.
The connections to filter bank theory and the possibility of efficiently implementing
FIR filters opened the door to the widespread use of wavelets in applications.

3.4.2 Competing attributes. Most of the applications of wavelets exploit their ability
to approximate functions efficiently. For different applications one wishes the wavelets
to have various properties. Some of them are competing against each other, so it is up
to the user to decide which one is more important.

Compact support. We have already stressed that compact support is important for
numerical purposes, e.g. in implementation of the FIR and fast wavelet transform in
Section 3.3.2. When detecting point singularities, it is clear that if the signal f has a
singularity at t0 and t0 is inside the support of j;n, the corresponding coefficient could
be large. If  has support of length l , then at each scale j there will be l wavelets
whose support contains t0. Thus the shorter the support the fewer wavelets interact
with the singularity.

We have already mentioned that compact support of the scaling function coincides
with FIR. Moreover if the lowpass filter is supported on ŒN1; N2�, so is ', and it is not
hard to see that  will have support of the same length .N2 �N1/ but centered at 1=2.

Vanishing moments. A function  has M vanishing moments ifZ C1

�1
 .x/xmdx D 0 for m D 0; : : : ;M � 1: (3.18)

This automatically implies that  is orthogonal to polynomials of degree M � 1.
Wavelets are usually designed with vanishing moments, which makes them orthogo-

nal to the low degree polynomials, and so tend to compress non-oscillatory functions.
For example, we can expand an M -differentiable function f in a Taylor series

f .x/ D f .0/C f 0.0/x C � � � C f .M�1/.0/
xM�1

.M � 1/Š C f .M/.�.x//
xM

MŠ

and conclude, if  has M vanishing moments, that

jhf; ij � max
x

ˇ̌̌̌
f .M/.�.x//

xM

MŠ

ˇ̌̌̌
:
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For regions where f is non-oscillatory at the current scale, this value is likely to be
small enough to truncate.

On the filter side, the fact that a wavelet  has M vanishing moments is a conse-
quence of the identitiesX

k

gkk
m D 0 for m D 0; : : : ;M � 1

being valid for the filter G. The number of vanishing moments of  is related to the
number of vanishing derivatives of y .�/ at � D 0 (by the time/frequency dictionary
in Table 2.1), which in turn is related to the number of vanishing derivatives of the
refinement mask H.�/ at � D 1=2. These relations imply that if  has M vanishing
moments, then the polynomials of degreeM�1 are reproduced by the scaling functions.
This is often referred to as the approximation order of the MRA. Haar has M D 1, so
only constant functions are reproduced by the scaling functions.

The constraints imposed on orthogonal wavelets imply that if  has M moments
then its support is at least of length 2M � 1. Thus there is a trade-off between length
of the support and vanishing moments. Daubechies wavelets were constructed to have
minimum support length for a given number of vanishing moments. If the function
has few singularities and is smooth between singularities, then we might as well take
advantage of the vanishing moments. If there are many singularities, however, then we
might prefer to use wavelets with shorter supports.

Hint for the user. Use one vanishing moment per digit accuracy desired (truncation
level).

Smoothness. The regularity of the wavelet has an effect on the error introduced by
thresholding (truncating) or quantizing the wavelet coefficients. If an error � is added
to the coefficient hf; j;ki, then we will add an error of the form � j;k to the recon-
struction. Smooth errors are often less visible or audible. Often better quality images
are obtained when the wavelets are smooth.

The smoother the wavelet, however, the longer the support must be. The uniform
Lipschitz regularity ˛ of ' and  is related to the number of zeros of the refinement
mask at z D �1. The more zeros the smoother the functions are. Since vanishing
moments are also related to the zeros of the refinement mask at z D �1, it turns out
that the more vanishing moments the wavelet has the more regular it is.

There is no orthogonal wavelet that is C1 and decays exponentially in space.
Therefore there is no hope of finding an orthogonal wavelet that isC1 and has compact
support.

Hint for the user. Do not use a wavelet with more smoothness than your function
typically has.

Symmetry. It is impossible to construct compactly supported symmetric orthogonal
wavelets other than the Haar wavelet. However, symmetry is often useful for image and
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signal analysis. Some wavelets have been designed to be nearly symmetric (Daubechies
symlets, for example, see Section 3.4.3). Symmetry can be obtained at the expense
of one of the other properties. If we give up orthogonality, then there are compactly
supported, smooth and symmetric biorthogonal wavelets, which we will describe in
Section 4.1. We can construct smooth compactly supported symmetric orthogonal
multiwavelets, which we will describe in Section 4.2.

The basic cost equation for these competing attributes is that you can get

• higher number M of vanishing moments,

• more derivatives,

• closer to symmetric,

• closer to interpolating (as in coiflets, see Section 3.4.3),

if you pay by increasing the filter length, which causes

• longer (overlapping) supports, and so worse localization,

• slower transforms.

The cost is linear (in M etc.).

3.4.3 Examples and pictures. The cascade algorithm can be used to produce very
good approximations for both and ', and this is how pictures of the wavelets and the
scaling functions are obtained. For the scaling function ', we observe that h'; '1;ki D
hk due to the scaling equation, and h'; j;ki D 0 for all j � 1 because V0 � Vj and
Vj ? Wj . So, what we need to do iterate the synthesis filter bank

H ! " 2 ! 	H ! " 2 ! 	H ! � � � ! " 2 ! 	H ! fh'; 'nC1;kig:

The outputs after n iterations are the approximation coefficients at scale j D n C 1.
After multiplying by a scaling factor one can make precise the statement that

'.k2�j / � 2�j=2h'; 'j;ki:

We can therefore plot the scaled approximation coefficients at level j of the scaling
function ' and obtain an accurate approximation of the graph of ' at resolution 2�j .

A similar process works for the wavelet  . Notice that this time h ; '1;ki D gk
and h ; j;ki D 0 for all j � 1. Applying n iterations of the cascade algorithm

G ! " 2 ! 	H ! " 2 ! 	H ! � � � ! " 2 ! 	H ! fh ; 'nC1;kig;

we obtain the approximation coefficients that give, after scaling, an accurate approxi-
mation of the graph of  at resolution 2�j .
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Haar wavelet. In Section 3.2 we saw the example of the Haar wavelet. The Haar
wavelet is perfectly localized in time, poorly localized in frequency, discontinuous,
and symmetric. It has the shortest possible support but only one vanishing moment.
It is not well adapted to approximating smooth functions. As a reminder, the scaling
function and wavelet are shown in Figure 18.

�
0 1

 
0 1

2
1

Figure 18. The Haar scaling function and wavelet from Section 3.2. Note that both � and  are
actually discontinuous.

The characteristic function of the unit interval generates an orthogonal MRA (the
Haar MRA). The non-zero lowpass filter coefficients are

H D Œh0; h1� D
�
1p
2
;
1p
2

�
:

Consequently the non-zero highpass coefficients are

G D Œg0; g1� D
� �1p

2
;
1p
2

�
:

Therefore the Haar wavelet is  .t/ D '.2t � 1/ � '.2t/. The refinement masks are
H.z/ D .1C z�1/=2 and G.z/ D .z � 1/=2.

Daubechies wavelets. The Daubechies compactly supported wavelets [68] have com-
pact support of minimal length for any given number of vanishing moments. More
precisely, if  hasM vanishing moments, then it has support of length 2M and filters
of length 2M . They are denoted in Matlab by dbM . The db1 corresponds to the Haar
wavelet. The coefficients corresponding to db2 are:

H D Œh0; h1; h2; h3� D
�
1C p

3

4
;
3C p

3

4
;
3 � p

3

4
;
1 � p

3

4

�
:

For M > 2 the values are not in closed form. The Daubechies scaling function
and wavelet for filter lengths 4, 8, and 12 are shown in Figure 19. For large M , the
functions ' and  are uniformly Lipschitz ˛ of the order ˛ � 0:2M .
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Figure 19. The Daubechies scaling function and wavelet for filters length 4, 8, and 12. Note how
the smoothness increases with filter length. Also note the small wiggles away from the main
oscillation.

Coiflets. The Coiflet wavelet hasM vanishing moments, and ' hasM�1 vanishing
moments (from the second to the M th moment, never the first since

R
' D 1); see

[68], pp. 258–261. This extra property requires enlarging the support of  to length
.3M � 1/. This time if we approximate a regular function f by a Taylor polynomial,
the approximation coefficients will satisfy

2J=2hf; 'J;ki � f .2Jk/CO.2�.kC1/J /:
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Hence at fine scale J , the approximation coefficients are close to the signal samples.
Rumor has it that the coiflets were constructed by Daubechies after Coifman requested
them for the purpose of applications to almost diagonalization of singular integral
operators [10]. The scaling function and wavelet for filter lengths 4, 8 and 12 are
shown in Figure 20.
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Figure 20. The coiflet scaling function and wavelet for filters length 4, 8, and 12.

Daubechies symlets. These haveM vanishing moments, minimum support of length
2M , and are as symmetric as possible. Compared to the ordinary Daubechies wavelets
of the same M , they have less smoothness. See [68], pp. 198–199, for a table of coef-
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ficients and pictures of what she calls least asymmetric compactly supported wavelets,
and Matlab calls symlets.

3.5 Other plain wavelets

In this section we describe a few other wavelets that are “plain,” in the sense that they
do come from an orthogonal MRA as described in Section 3.1. In Chapter 4 we will
discuss other types of wavelets and related objects. We describe the Shannon wavelet
and MRA in some detail and then sketch briefly the Meyer and Battle–Lemarié spline
wavelets.

Shannon wavelet (named after the American mathematician and engineer Claude
Elwood Shannon (1916–2001)). On the Fourier side the Shannon scaling function is
the characteristic function of the unit interval centered at the origin,

y'.�/ D 	fj�j�1=2g.�/;

and thus

'.t/ D sinc.t/ ´ sin.�t/

�t
:

One can deduce from (3.9) and (3.15) that

H.�/ D 	fj�j�1=4g.�/ and G.�/ D e�2�i�	f1=4<j�j�1=2g.�/:

From (3.17) we obtain
y .�/ D e��i�	f1=2�j�j�1g.�/:

Taking the inverse Fourier transform we obtain a closed formula for the Shannon
wavelet,

 .t/ D 2 sinc.2.t � 1=2// � sinc.t � 1=2/:
The family f j;kgj;k2Z is an orthonormal basis for L2.R/. This basis is perfectly

localized in frequency, but it is poorly localized in time since it is the difference of two
sinc functions. Compare to the Haar basis, which is perfectly localized in space but
poorly localized in frequency.

The Shannon wavelet does not have compact support, but it is infinitely differen-
tiable. It is band-limited, but its Fourier transform is discontinuous, and hence  .t/
decays like 1=jt j at infinity. Its Fourier transform y .�/ is zero in a neighborhood of
� D 0, hence all its derivatives are zero at � D 0, and thus  has an infinite number of
vanishing moments.

The Shannon scaling function is '.t/ D sinc.t/. Remember that translations
become modulations in Fourier domain, and hence

b'0;n.�/ D e�2�in�	fj�j�1=2g.�/:
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The fact that the integer translates of ' are orthonormal is now transparent in the
Fourier domain, since we then get the trigonometric basis on the interval Œ�1=2; 1=2�.
The fact that the integer translates of ' generate a basis of the space V0 of band-limited
functions on the interval Œ�1=2; 1=2� is a consequence of the celebrated Shannon
Sampling Theorem. This theorem states that band-limited functions can be recovered
by appropriate samplings as coefficients of a series of translated sinc functions.

Theorem 3.5.1 (Shannon Sampling Theorem). Iff 2 L1.R/ and its Fourier transform
Of is supported on the interval Œ�B=2;B=2�, then the following equality holds in the

L2-sense:
f .x/ D

X
n2Z

f .n=B/ sinc.Bx � n/:

The proof can be found in many textbooks; you can also check the original reference
[126] or see [96], Chapter 3.

The Shannon MRA is now easy to describe in terms of band-limited functions. Vj is
the space of band-limited functions on the interval Œ�2j�1; 2j�1�, and Wj is the space
of band-limited functions on the “double paned window” Œ�2j ;�2j�1/ [ .2j�1; 2j �.
It should be clear from this description that Vj ˚ Wj D VjC1, and that Vj ? Wj and
Wk ? Wj for all j ¤ k.

Meyer wavelets. These wavelets are symmetric band-limited functions whose Fourier
transforms are smooth, so  .t/ has fast decay at infinity. The scaling functions are
also band-limited, and thus both  and ' are infinitely differentiable. The refinement
mask H has vanishing derivatives of all orders at � D 0, so  has an infinite number
of vanishing moments. See [118], [120] for details. (The first such wavelet was found
by Strömberg in 1983 [136], but it went unnoticed for several years.) See also [144],
Section 3.2.

Battle–Lemarié spline wavelets. For splines of degree m, the refinement mask has
m vanishing derivatives at � D 1=2 and hence hasmC1 vanishing moments. These
wavelets do not have compact support, but they have exponential decay. Although they
do not come from a FIR filter, they can be constructed from a rational filter for which
there is a fast transform. Since they are polynomial splines of degreem, they arem�1
times continuously differentiable. Whenm is odd,  is symmetric around 1=2. When
m is even it is antisymmetric around 1=2. The linear spline wavelet is the Franklin
wavelet. A good reference for spline wavelets is [35].



4

Friends, relatives, and mutations of wavelets

In Chapter 3 we gave the basic formulation for wavelets. There are several objects that
are related to wavelets but do not fit into this basic formulation. Three such objects,
namely the Fourier basis, the Gabor transform and the local trigonometric transforms,
were already discussed in Chapter 2. In this chapter we discuss various other objects
that are connected to wavelets.

First we discuss biorthogonal wavelets, which violate the orthogonality condition of
the basic formulation. Next we discuss multiwavelets, which use more than one scaling
function. Then we consider tensor product constructions of wavelets in two variables.
Next we present wavelet packets, which generalize the wavelet filtering procedure.
Then we collect wavelet constructions on the interval, various “objectlets” specially
designed for image processing, a lifting scheme version of the wavelet transform that
can be extended to non-Euclidean settings, and diffusion wavelets. Finally we mention
the prolate spheroidal wave functions, which are based on a different notion of time-
frequency localization.

4.1 Biorthogonal MRA and wavelets

Our first mutation of the basic wavelets involves the loss of orthogonality. Orthogo-
nality allows for straightforward calculation of the coefficients via inner products with
the basis elements and guarantees that the energy is preserved. Biorthogonality is
when there is an auxiliary set of functions (dual basis) that are used to compute the
coefficients by taking inner products with them, and the energy is almost preserved
(see Definition 1.3.7). In the context of wavelets, the dual functions are obtained by
dilating and translating one function, the dual wavelet. By giving up orthogonality we
now have a larger collection of (biorthogonal) bases to choose from. We are able to
obtain biorthogonal wavelets that are simultaneously compactly supported, symmetric
and smooth. As noted in Section 3.4.2, it is not possible to find orthogonal wavelets
that are simultaneously compactly supported, symmetric and smooth.

Consider this simple example in two dimensions. The vectors Ev1 D .1; 0/ and
Ev2 D .1; 1/ are linearly independent but not orthogonal. They form a basis in R2 in
the sense that given any Ev D .x; y/ 2 R2 there exist unique coefficients a; b such that

Ev D aEv1 C bEv2:
If fEv1; Ev2g was an orthonormal set, we would compute the inner product with the basis
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vectors and get a D hEv; Ev1i and b D hEv; Ev2i. In the biorthogonal case, there are dual
vectors Ev�

1 and Ev�
2 such that inner products against these dual vectors will produce the

corresponding coefficients

a D hEv; Ev�
1 i and b D hEv; Ev�

2 i: (4.1)

These dual vectors satisfy hEvi ; Ev�
j i D ıi;j , which in particular implies that Ev�

1 ? Ev2 and
Ev�
2 ? Ev1. For our example we have Ev�

1 D .1;�1/ and Ev�
2 D .0; 1/, and can confirm

that

Ev D .x; y/ D hEv; Ev�
1 iEv1 C hEv; Ev�

2 iEv2 D .x � y/.1; 0/C y.1; 1/:

See Figure 21 for an illustration. One can argue that (4.1) is correct using the orthogonal
projections from Section 1.4. Because Ev2 and Ev�

1 are orthogonal, the orthogonal projec-
tion PEv�

1
.Ev/ of Ev onto Ev�

1 is equal to PEv�
1
.aEv1/. We compute the orthogonal projections

PEv�
1
.Ev/ D hEv;Ev�

1
i

kEv�
1

k Ev�
1 and PEv�

1
.aEv1/ D haEv1;Ev�

1
i

kEv�
1

k Ev�
1 D a

kEv�
1

k Ev�
1 using the biorthogonal-

ity condition. These projections coincide, and since similarly PEv�
2
.Ev/ D PEv�

2
.bEv2/,

we can deduce (4.1) from these identities. This is the simplest possible example of a
biorthogonal basis (Definition 1.3.7).
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Figure 21. Biorthogonal vectors in R2.

A pair of functions . ; �/ in L2.R/ are biorthogonal wavelets if:

• the integer translates and dyadic dilates f j;kgj;k2Z form a Riesz basis of L2.R/
(see Definition 1.3.6),
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• the integer translates and dyadic dilates f. �/j;k D  �
j;k

gj;k2Z form a Riesz

basis of L2.R/, and

• the biorthogonality condition h j;k;  �
m;ni D ıj;mık;n is satisfied.

That is, f �
j;k

gj;k2Z constitutes a dual basis for f j;kgj;k2Z.
The Riesz basis condition implies that there exist positive constants c and C such

that for all functions f 2 L2.R/,

ckf k22 �
X
j;k2Z

jhf; �
j;kij2 � Ckf k22 and ckf k22 �

X
j;k2Z

jhf; j;kij2 � Ckf k22:

Given a wavelet  , we are interested in finding a dual wavelet  � such that the family
of its dyadic dilates and integer translates, f �

j;k
gj;k2Z, forms a dual basis . We will

describe how to achieve this goal if we assume that we have a biorthogonal MRA. The
biorthogonal MRA was developed by Cohen, Daubechies and Feauveau in [49].

A biorthogonal multiresolution analysis consists of two dual multiresolution anal-
ysis with scaling function ' and '�. These two decompositions of the space L2.R/
into a nested sequence of closed subspaces are given by

� � � � V�2 � V�1 � V0 � V1 � V2 � � � �
and

� � � � V ��2 � V ��1 � V �
0 � V �

1 � V �
2 � � � � ;

such that each of their intersections is the trivial subspace and each of their unions is
dense in L2.R/. The integer translates of ' form a Riesz basis for the subspace V0,
while the integer translates of '� form a Riesz basis for the subspace V �

0 . They are dual
bases in the sense that h'0;m; '�

0;k
i D ık;m, and if f 2 V0, then f D P

khf; '�
0;k

i'0;k
and if f � 2 V �

0 then f � D P
khf �; '0;ki'�

0;k
. To move across scales we have the

scaling properties

f .t/ 2 Vj () f .2t/ 2 VjC1 and f �.t/ 2 V �
j () f �.2t/ 2 V �

jC1:

Due to the biorthogonality, we can write VjC1 as a direct sum (not orthogonal,
although we use the same symbol) of Vj and Wj , i.e., VjC1 D Vj ˚ Wj and similarly
V �
jC1 D V �

j ˚ W �
j . This time

Vj ? W �
j and V �

j ? Wj ;

and L2.R/ D L
j2Z Wj D j̊2ZW �

j . Under certain conditions there will be dual
wavelets  and  � that generate a biorthogonal basis in L2.R/. One can use either of
the wavelets to find the coefficients and the other for reconstruction purposes, that is,

f .t/ D
X
j;k

hf; �
j;ki j;k.t/ D

X
j;k

hf; j;ki �
j;k.t/:
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Furthermore, f j;kgk2Z and f �
j;k

gk2Z are dual bases of Wj and W �
j .

The dual wavelets and � will usually have different properties, and one can use
this to one’s advantage in applications. For example,  may have more vanishing mo-
ments, while � is smoother. For an image compression application (see Section 5.1.1)
one would want to do the analysis with  to obtain better compression and then do the
synthesis with  � to obtain a smoother result with fewer visible artifacts.

The basic scaling equations read

'.x/ D p
2

X
n2Z

hn'.2x � n/ and '�.x/ D p
2

X
n2Z

h�
n'

�.2x � n/;

where the filters H D fhng and H� D fh�
ng are zero except for a finite number

of entries, which will again imply compact support for the scaling functions. The
refinement masks corresponding to the multiscaling functions ' and '� are

H.z/ D 1p
2

X
n2Z

hnz
n and H�.z/ D 1p

2

X
n2Z

h�
nz
n;

respectively. On the Fourier side the scaling equations become

y'.�/ D H.�=2/y'.�=2/ and �'�.�/ D H�.�=2/�'�.�=2/:

Iterating the equations we get

y'.�/ D H.�=2


H

�
�=4/y'.�=4/ D � � � D

� 1Y
jD1

H
�
�=2j


� y'.0/; (4.2)

provided y' is continuous at � D 0. The same holds for �'� and H�. In terms of the
refinement masks, the biorthogonality condition at the level of the scaling functions
becomes

H.z/H�.z/CH.�z/H�.�z/ D 1:

We want to find a biorthogonal basis generated by wavelets so that for each j the
collections f j;kgk and f �

j;k
gk form a biorthogonal basis for Wj and W �

j . Provided
the filters .H;H�/ satisfy some mild conditions, the problem reduces to finding a pair
of dual filters .G;G�/ such that the following biorthogonality conditions hold:

H.z/H�.z/CH.�z/H�.�z/ D 1;

G.z/G�.z/CG.�z/G�.�z/ D 1;

H.z/G�.z/CH.�z/G�.�z/ D 0;

and

G.z/H�.z/CG.�z/H�.�z/ D 0:
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Given lowpass filters .H;H�/ corresponding to a biorthogonal MRA, let the highpass
filters be

G.z/ D zH�.�z/ and G�.z/ D zH.�z/:
With this choice of dual highpass filters we will have, on the Fourier side, that the dual
wavelets satisfy the scaling equations

y .�/ D G.�=2/y'.�=2/ and � �.�/ D G�.�=2/�'�.�=2/:

The corresponding perfect reconstruction filter bank now reads

	 zH� �� # 2 �� aj �� " 2 �� 	H
�����

��

ajC1
�������

��					 ˚ �� ajC1:

	 zG� �� # 2 �� dj �� " 2 �� 	G
�������

There is a fast biorthogonal wavelet transform similar to the fast wavelet transform in
Section 3.3.

Let us consider some examples.

Linear spline biorthogonal wavelets. The linear spline biorthogonal wavelets are
generated by the linear spline (the hat function)

'.t/ D
´
1 � jxj if � 1 � jxj � 1;

0 otherwise:

This ' satisfies the scaling equation

'.t/ D 1

2
'.2t C 1/C '.2t/C 1

2
'.2t � 1/;

illustrated in Figure 22. The filter coefficients are

h1 D h�1 D 1

2
p
2

and h0 D 1p
2
:

The subspaces Vj satisfy all the properties described above and one can find a
compactly supported linear spline and dual functions'� and �. In this construction,
the dual wavelets can be chosen so that they have increasing vanishing moments and
supports. This is one example of the Daubechies biorthogonal family described below.
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Figure 22. Scaling equation for the hat function. The hat based on Œ�1; 1� is a linear combination
of the hats based on Œ�1; 0�, Œ�1=2; 1=2� and Œ0; 1�.

Higher-order spline biorthogonal wavelets. One can construct higher-order spline
biorthogonal wavelets that are also compactly supported. These are members of the
Daubechies biorthogonal family. The functions are all symmetric, continuous and com-
pactly supported. You can see pictures of the scaling and wavelet functions for different
biorthogonal completions of the MRA generated by the hat function in Daubechies’
book [68], pp. 273–274. Having all these properties simultaneously is impossible in
the orthogonal case; Haar is the closest example but is discontinuous. The filters have
rational dyadic coefficients, which makes them very attractive for numerical computa-
tions. One can construct a new scaling function that will generate the same MRA and
be orthogonal to its integer shifts, but this function will not have compact support.

There are two positive integer parametersN andN �. The parameterN � determines
the scaling function '�; it is a spline of order bN �=2c. The other scaling function and
both wavelets depend on both parameters. The wavelet  � is a compactly supported
piecewise polynomial of orderN � �1, which isCN

��2 at the knots and has increasing
support withN . The wavelet also has support and vanishing moments increasing with
N . Their regularity can differ notably. The functions are known explicitly. The dual
filters are very unequal in length, which could be a nuisance when performing image
analysis, for example; see [68], pp. 271–278, and especially [35]. In Matlab these
wavelets are denoted Bior.N �; N /. In this notation, the linear spline biorthogonal
wavelet corresponds to Bior.2;N /. In Section 5.2.2 the explicit lowpass filters for
Bior.3; 1/ are recorded in Table 5.2, as well as the lowpass filters for Bior.2; 2/ that
happen to be connected to Bior.3; 1/ via differentiation and integration, as described
in that section.

Remark 4.1.1. At some point one needs to verify that a given biorthogonal wavelet
basis is indeed a Riesz basis in L2.R/ or some other space. This is beyond the scope
of these lecture notes, but a few references are in order. We mentioned in Lemma 2.2.2
a Fourier-based criteria to identify Riesz bases given by integer translates of a single
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function. There are Fourier-free criteria to identify Riesz bases that are amenable
to analyze functional spaces other than L2, based on estimates on the modulus of
continuity of the function; see for example [58]. These criteria are based on Jackson
and Berstein estimates (see [144], Section 9.2) and are important when working in
non-classical settings where Fourier analysis is no longer available.

4.2 Multiwavelets

A second mutation is to use more than one scaling function to span V0 and more than one
wavelet to span W0. An MRA of multiplicity r is an ordinary MRA, but instead of one
scaling functions there are r of them, encoded in the scaling vectorˆ D .'1; : : : ; 'r/.
There is a nested sequence of subspaces Vj � VjC1 with all the MRA properties except
that the family f'i .t �k/gk2Z;iD1;:::;r is an orthonormal basis of V0. The basic scaling
equation reads

ˆ.t/ D
X
k2Z

Hkˆ1;k.t/;

where the lowpass filter coefficients Hk are now r � r matrices. On the Fourier side
we have a similar equation

ŷ .�/ D H .�=2/ ŷ .�=2/;
where H .z/ D 1p

2

P
k Hkz

k with z D e�2�i� . Iterating this equation and being
careful with the order in which the matrices are multiplied, we have

ŷ .�/ D H .�=2/H .�=4/ : : :H .�=2J / ŷ .�=2J /:
The equation will have a solution if the product converges and ŷ is continuous at
� D 0. A necessary condition for the convergence of the infinite product is that ŷ .0/
must be an eigenvector with eigenvalue one of H .� D 0/, i.e., H .0/ ŷ .0/ D ŷ .0/.
Another necessary condition on the filter to guarantee the existence of a solution to
the scaling equation, so that its integer translates form an orthonormal basis of V0, is a
QMF condition

H .z/H t .z/C H .�z/H t .�z/ D I;

where here . �/t stands for the transpose matrix. If the refinement mask H .z/ has a sim-
ple eigenvalue � D 1 and all its other eigenvalues are strictly less than one in absolute
value, then uniform convergence of the infinite product is guaranteed (see [50]).

A vector ‰ D . 1; : : : ;  r/ is an orthonormal multiwavelet if the family
f i
j;k

gj;k2Z;iD1;:::;r is an orthonormal basis of L2.R/. As in the “uniwavelet” case,
the existence of a multiresolution analysis in the background greatly simplifies the
search for multiwavelets. In the case of uniwavelets it is simple to find the wavelets
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once an MRA is given. In the multiwavelet case it is not so straightforward. The theory
of multiwavelets grew out of specific examples. The first multiwavelet construction
is due to Alpert [3]; these functions were piecewise polynomial but discontinuous;
see Section 4.2.2. Using fractal interpolation, Geronimo, Hardin and Massopust [88]
constructed orthogonal biscaling functions with short support, symmetry and second
approximation order, now called the GHM biwavelets. In the mean time V. Strela,
a student of G. Strang at MIT, developed a more systematic theory for constructing
multiwavelets given a multi-MRA [135]. His approach was to complete a perfect re-
construction filter bank given the lowpass filter H and, in particular, find the highpass
filters G . A necessary condition for the completion of the filter bank is

H .z/G t .z/C H .�z/G t .�z/ D 0:

For the theory of multiwavelets there is now a very readable account in the book by
F. Keinertz [104]. His own multiwavelet routines can be found at [web:15].

There are certain complications when one tries to implement a fast multiwavelet
transform. In the uniwavelet case, givenN samples of a function, one assumes in prac-
tice that they are the approximation coefficients at a given scale (although this has been
called a “wavelet crime” by G. Strang and T. Nguyen [134], p. 232). This assumption
is much less natural in the multiwavelet case. When the multiscaling functions differ
substantially, this direct mapping from samples to scaling coefficients introduces high
frequency artifacts. To avoid such artifacts it is necessary to do a preprocessing step
that takes the samples as input and outputs r vectors of the same (or smaller) length than
the input. See [104], Section 7.2, for more on pre- and postprocessing (the inverse of
preprocessing if we want to achieve perfect reconstruction). Some multiwavelets have
been designed to not require preprocessing: balanced multiwavelets [104], Section 7.3,
and totally interpolating multiwavelets [104], Section 7.2.1.

4.2.1 Cross mutation: biorthogonal multiwavelets. One can develop a parallel the-
ory of biorthogonal multiwavelets. All the filter equations in Section 4.1 are replaced
by corresponding matrix filter equations. As an example we describe the modified
GHM biorthogonal biwavelets.

Modified GHM biorthogonal biwavelets. Compactly supported biorthogonal bi-
wavelets means we have two vector wavelets and two vector scaling functions, each of
dimension two. The modified GHM biorthogonal biwavelets are supported on Œ�1; 1�,
and in fact one of them is supported on Œ0; 1�. One is symmetric the other antisym-
metric. There is a tuning parameter s and a dual parameter s� D .2s C 1/=.5s � 2/ in
the sense that given one matrix filter Hs the dual filter is given by Hs� . Regularity is
governed by s. They have approximation order 2 (or two vanishing moments). When
s D �1=5 they correspond to the orthogonal GHM biwavelet, the first example of
a smooth compactly supported biwavelet [107]. In Figure 23 we show plots of the
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modified biorthogonal GHM scaling and wavelet functions for s D 0 and s� D �1=2.
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Figure 23. Plot of the modified biorthogonal GHM scaling and wavelet functions with s D 0

and s� D �1=2.
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4.2.2 Mutated relative: Alpertmultiwavelets. TheAlpert multiwavelet [3] is a com-
pactly supported, orthogonal, piecewise polynomial multiwavelet. Although it is as-
sociated with an MRA, it can be constructed without the use of filters, like we did for
the Haar and Shannon MRAs in Sections 3.2 and 3.5.

We will describe the construction on the interval Œ0; 1�. Fixn 2 N and j > 0, and let
Vj be the space of functions that are polynomials of degree less than n on the intervals
Œ2�jk; 2�j .k C 1// for k D 0; : : : ; 2j � 1, and 0 elsewhere. On each subinterval, Vj
is spanned by n scaling functions, namely the Legendre polynomials up to degree n.
By including their shifts we span all of Vj . By the definition of an (orthogonal) MRA,
Wj consists of functions that are polynomials of degree less than n on the intervals
Œ2�jk; 2�j .k C 1//, and are orthogonal to polynomials of degree less than n on the
intervals Œ2�jC1k; 2�jC1.kC 1//. We can construct them by a simple Gram–Schmidt
orthogonalization. There is a choice in which set of multiwavelets to choose to span Wj .
For example, one could try to give some of them the maximum smoothness across the
center of the interval, or have maximal number of vanishing moments. See Figure 24 for
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Figure 24. One realization of the piecewise polynomial multiwavelets of degree less than n D 3.
The left column has the scaling functions and the right column has the wavelets.
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one realization. By construction, the wavelets are orthogonal to polynomials of degree
n � 1, so they have n vanishing moments, and so have the same sparsity properties as
ordinary wavelets.

The wavelets are discontinuous, like the Haar function. This would seem to be a
disadvantage, but is actually an advantage for doing differential equations, because it
allows weak formulations of the derivative and better treatment of boundaries; see [4].

4.3 Wavelets in 2-D

The standard procedure to construct a basis in 2-dimensional space from a given basis
in 1-D is the tensor product. Given a wavelet basis f j;kg in L2.R/, the family of
tensor products

 j;kIi;n.x; y/ ´  j;k.x/ i;n.y/; j; k; i; n 2 Z;

is an orthonormal basis in L2.R2/. Unfortunately we have lost the multiresolution
structure. Notice that we are mixing up scales in the above process, since the scaling
parameters i; j can be anything.

We would like to use this idea but at the level of the approximation spaces Vj in the
MRA. For each scale j , the family f'j;kgk is an orthonormal basis of Vj . Consider the
tensor products of these functions, 'j;k;n.x; y/ D 'j;k.x/'j;n.y/, then let Vj be the
closure in L2.R2/ of the linear span of those functions (i.e., Vj D Vj ˝ Vj ). Notice
that we are not mixing scales at the level of the MRA. It is not hard to see that the
spaces Vj form an MRA in L2.R2/ with scaling function '.x; y/ D '.x/'.y/. The
integer shifts f'.x � k; y � n/ D '0;k;ngk;n2Z form an orthonormal basis of V0 and
consecutive approximation spaces are connected via scaling by 2 on both variables.

The orthogonal complement of Vj in VjC1 is the space Wj , which is the direct
sum of three orthogonal tensor products, namely,

Wj D .Wj ˝ Wj /˚ .Wj ˝ Vj /˚ .Vj ˝ Wj /:

This can be seen by distributing ˝ and ˚ when computing .Vj ˚ Wj /˝ .Vj ˚ Wj /,
and setting it equal to VjC1 ˝ VjC1. Therefore three wavelets are necessary to span
the detail spaces,

 d .x; y/ D  .x/ .y/;  v.x; y/ D  .x/'.y/; and  h.x; y/ D '.x/ .y/;

where d stands for diagonal, v for vertical, and h for horizontal. The reason for these
names is that each of the subspaces will favor details in those directions.

As an example consider the 2-D Haar basis. The scaling function is the character-
istic function of the unit square,

'.x; y/ D 	Œ0;1�2.x; y/ D 	Œ0;1�.x/	Œ0;1�.y/:
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The following pictures give the values of the 2-D Haar wavelets and scaling function
on subsquares of length 1=2:

1 1
1 1

'.x; y/

�1 1
1 �1

 d .x; y/

1 �1
1 �1
 h.x; y/

�1 �1
1 1

 v.x; y/

This construction has the advantage that the basis functions are separable, and so
implementing the fast two dimensional wavelet transform is not difficult. In fact it
can be done by successively applying the one dimensional FWT. The disadvantage
is that the analysis is very axis dependent, which might not be desirable for certain
applications. In higher dimensions the same construction works. There will be one
scaling function and 2n � 1 wavelets, where n is the dimension. When n is large a
Sparse-Grid approach (see e.g. [19]) will be needed.

There are non-separable two dimensional MRAs. The most famous one corre-
sponds to an analogue of the Haar basis. The scaling function is the characteristic
function of a two dimensional set. It turns out that the set has to be rather complicated,
in fact it is a self-similar set with fractal boundary, the so-called twin dragon.

There is nothing sacred about the dilation factor 2. In n-dimensions one can think of
a dilation matrix, which in the tensor product case corresponds to the matrix 2nI . One
can read from the dilation matrix the number of wavelet functions that will be necessary.
Moreover the lattice Zn can be replaced by any general lattice in Rn. Remember that an
arbitrary lattice � in Rn is given as the image under any invertible n�nmatrix S of the
usual integer lattice Zn. A is a dilation matrix for� if A.�/ � � , and every eigenvalue
� of A is strictly larger than one. At the level of the MRA, one should adapt the scaling
and translation scheme to this setting. Namely, g.x/ 2 Vj , g.Ax/ 2 VjC1
for each j 2 Z; and for an MRA of multiplicity r , there exist scaling functions
'1; : : : ; 'r 2 L2.Rn/ such that the collection of lattice translates f'i .x�k/gk2�;iD1;:::;r
forms an orthonormal basis for V0. Necessary and sufficient conditions in terms of
the refinement mask and the filter for the existence of an associated wavelet basis are
given by Carlos Cabrelli and Maria Luisa Gordillo [20]. They prove these results for
orthonormal regular multiwavelets in any dimension and for an arbitrary dilation matrix
A and lattice � . These wavelets are associated to an MRA of multiplicity r (i.e., r
scaling functions). They show that when such a wavelet basis exists, then it is necessary
to have .det.A/ � 1/r wavelet functions. Moreover, if 2r.det.A/ � 1/ � n, then the
necessary and sufficient conditions hold, and the wavelets are at least as regular as the
scaling functions.

4.4 Wavelet packets

A function with a sustained high frequency, such as that shown in Figure 7, is a problem
for wavelets, since the number of significant coefficients will be proportional to the
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number of oscillations. To enable wavelets to handle such functions, “wavelet packets”
were developed.

To perform the wavelet transform we iterated at the level of the lowpass filter
(averages) and did not touch the wavelet coefficients (details). In principle this is
an arbitrary choice, and one could iterate at the highpass filter level or any desirable
combination. If we iterate both the high and lowpass filters n times, then the resulting
binary tree encodes information for more than 22

n�1
different bases. Denote the spaces

by Wj;n, where j is the scale as before, and n determines the “frequency”. The full
wavelet packet binary tree with three levels is

W�2;3
W�1;1

��





		����

W�2;2
W0;0

�������









W�2;1

W�1;0
��





		����

W�2;0 .

(4.3)

Each of the spaces is generated by the integer shifts of a wavelet function at scale j and
frequency n. More precisely, let !j;k;n.t/ D 2j=2!n.2

j t �k/, where n 2 N, j; k 2 Z,
and

!2n.t/ D p
2

X
h.k/!n.2t � k/; !0 D 'I

!2nC1.t/ D p
2

X
g.k/!n.2t � k/; !1 D  :

(4.4)

Then Wj;n D spanf!j;k;n W k 2 Zg. For a graphical view of the possible filtering steps
see Figure 25.

Notice that W0;0 D V0 and, more generally, Wj;0 D Vj and Wj;1 D Wj . We also
know that the spaces Wj�1;2n and Wj�1;2nC1 are orthogonal and their direct sum is
Wj;n. Therefore the leaves of every connected binary subtree of the wavelet packet tree
correspond to an orthogonal basis of the initial space. Graphically this means that any
choice of decompositions that covers the interval gives a wavelet packet representation.
Each of the bases encoded in the wavelet packet representation corresponds to a dyadic
tiling of the phase plane in Heisenberg boxes of area one. They provide a much
richer time/frequency analysis, so by choosing which spaces to filter, we can match the
behavior of our target function. For example, the choices in Figure 26 gives the phase
plane in Figure 27.

For the Haar wavelet packet the equations (4.4) become

!2n.t/ D !n.2t/C !n.2t � 1/
and

!2nC1.t/ D !n.2t/ � !n.2t � 1/:
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Figure 25. The filtering choices available for wavelet packets. Compare to Figure 17 for wavelets.
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Figure 26. A possible choice for a wavelet packet decomposition. The corresponding phase
plane is in Figure 27.

The functions so obtained are theWalsh functions, which are sort of discretized versions
of the sines and cosines. Figure 28 shows the first eight Walsh functions, from k D 0

to k D 7. A good source of information for this topic is [143].

There exist fast algorithms to search for the optimal basis according to different
criteria, see Section 5.1.3.
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Figure 27. The wavelet packet phase plane corresponding to Figure 26.
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Figure 28. The first eight Walsh functions.

4.5 Second generation wavelets

In this section we briefly mention a number of variations in the spirit of wavelets
and MRA. Most of these are second generation wavelets, that is, wavelets that are
not necessarily translates and dilates of one or several functions. They are particularly
suited to non-Euclidean settings where the Fourier transform is not available, and hence
different algorithms are required. One of the most widely used such algorithms is the
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lifting scheme. We also include here variations specialized to applications like image
processing; analysis on domains, curves or graphs; and to non-uniform sampling and
weighted spaces. For details we will direct the curious reader to the original references.

4.5.1 Wavelets on the interval. For many applications one would like to have wavelet
bases on L2.Œ0; 1�/ instead of L2.R/. For example, signal or image processing prob-
lems only have data on finite intervals or rectangles. The restriction to the unit interval
of a basis on L2.R/ will be a basis in L2.Œ0; 1�/, but in general orthogonality is not
preserved. The Haar functions that live in the interval do provide an orthonormal
wavelet basis of L2.Œ0; 1�/ if one also includes the constant function on the interval.
If one uses wavelets with longer support, however, orthogonality is lost. There are
several approaches to this problem; more information and pointers to the literature can
be found in [114], Section 7.5.

Periodic wavelets. Wavelets can be periodized using the usual periodization trick of
constructing

gper.t/ D
X
k2Z

g.t C k/

and restricting it to the unit interval. For each scale j > 0 there are 2j periodized
wavelets indexed by 0 � n < 2j . The restriction to Œ0; 1� preserves those wavelets
whose support was contained in Œ0; 1� and modifies those whose support overlapped the
boundaries t D 0 or t D 1. By including these periodized wavelets and the periodized
scaling functions at the coarsest scale, we obtain an orthonormal basis of L2.Œ0; 1�/.

Periodic wavelet bases have the disadvantage of creating large amplitude coeffi-
cients near t D 0 and t D 1. There are two ways to see why this happens. First, we
could consider the boundary wavelets as functions on Œ0; 1�; notice that each has two
separate components and realize that this will mess up any vanishing moments higher
than m D 0. Second, we could consider boundary wavelets as periodic functions,
so that they retain their vanishing moments. If we do that, however, we also have to
consider f as a periodic function. If f .0/ ¤ f .1/ then the periodic function f is dis-
continuous, and the wavelet coefficients will be relatively large and have slow decay.
Balancing this disadvantage is the fact that implementations using periodic wavelets
are very simple, so this method is often used.

Folded wavelets. Suppose f .t/ is continuous on Œ0; 1�, is zero elsewhere, and may
have f .0/ 6D f .1/. The function f .jt j/ is then continuous on Œ�1; 1�, zero elsewhere,
and has f .j � 1j/ D f .j1j/ D f .1/. One can then construct a continuous 2-periodic
function

f fold.t/ D
X
k2Z

f .jt C 2kj/

that coincides with the original function on Œ0; 1�. Decomposing f fold with a wavelet
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basis is the same as decomposing f in the “folded wavelet” basis. One can verify thatZ 1

0

f .t/ fold
j;k .t/dt D

Z
R
f fold.t/ j;k.t/dt:

Because of the continuity at the boundaries, the boundary wavelet coefficients are
smaller than in the periodized case. The derivative of f fold will be discontinuous at the
boundary unless f 0.1/ D 0, however, so the boundary coefficients will still generally
be bigger than the interior coefficients.

To construct an orthogonal basis of L2.Œ0; 1�/ of folded wavelets, it is sufficient for
 to be either symmetric or antisymmetric with respect to t D 1=2. Unfortunately
the Haar basis is the only real symmetric compactly supported orthogonal basis. On
the other hand we can obtain a compactly supported basis if we drop the orthogonality
assumption and content ourselves with a biorthogonal basis (Section 4.1). Alternatively,
we could increase the multiplicity and consider multiwavelets (Section 4.2), which we
can find with all the desired properties.

Modified filter banks can be implemented, where the boundaries are a little bit
more complicated to handle than in the periodic case. For more details see [114],
pp. 284–286.

Boundary wavelets. The previous methods created boundary wavelets that have at
most one vanishing moment. This means that the boundary coefficients can be large
even if the signal is very smooth near the boundary. Wavelets adapted to “life in the
interval” are required to overcome this limitation. Boundary wavelets that have as
many vanishing moments as the original wavelet were first introduced by Yves Meyer
[119] and later refined by Cohen, Daubechies and Vial [51].

The idea is to modify an orthogonal MRA in L2.R/ to a multiresolution analysis in
L2.Œ0; 1�/, fV int

j gj�0, while preserving the number of vanishing moments. Notice that
wavelets have M vanishing moments if they are orthogonal to polynomials of degree
M �1. Since the wavelets at scale 2�j in the interval are orthogonal to V int

j , if one can
guarantee that polynomials of degree M � 1 are in V int

j this will ensure the vanishing
moments of the wavelets.

One can construct such an MRA on the interval starting with Daubechies compactly
supported wavelet with M vanishing moments. The wavelet has support of length
2M � 1. At scale 2�j � 1=2M there are 2j � 2M scaling functions with support
completely inside Œ0; 1�; those are not touched. To construct an approximation space
V int
j of dimension 2j , one addsM functions with support near the left boundary andM

functions with support near the right boundary in such a way that the restrictions to Œ0; 1�
of polynomials of degreeM �1 are in V int

j . With some more work the wavelets can be

constructed. At scale 2�j there will be 2j �2M interior wavelets, andM right andM
left wavelets. The scaling functions are specified by discrete filters, which are adjusted
at the boundaries. A fast transform based on the cascade algorithm can be implemented,
with modifications at the boundary. The implementation is more complicated than in
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the periodized or folding cases, but it does not require more computations.
Biorthogonal wavelets, multiwavelets and biorthogonal multiwavelets can be adapt-

ed to life in the interval; see [104], Section 7.4. For further information see the work
of Dahmen et al. [63], [64] and also [59] where they construct biorthogonal wavelets
and multiwavelets on the interval that are generated by splines with prescribed number
of vanishing moments. These constructions are in the spirit of the boundary wavelets
introduced by Cohen, Daubechies and Vial in [51]. You can also see the work of Lakey
and Pereyra [107], whose biwavelets are minimally supported and symmetric, and
allow one to construct boundary wavelets by just truncating the wavelets on the line,
in the spirit of the folding technique.

The Alpert multiwavelets discussed in Section 4.2.2 live on an interval already and
so require no adaptation. Their discontinuities are a disadvantage for some applications,
however.

Wavelets on bounded domains. The construction of wavelets on the interval was
an important step toward producing wavelets on other bounded domains in Rn. The
concrete construction of spline wavelets given in [64] is the basis for later isoperimet-
ric wavelet constructions on arbitrary domains and manifolds given e.g. in [32], [33],
[65], [66]. Wavelets on arbitrary domains and manifolds have been used in numerous
applications, e.g. on boundary integral equations; see [60], [61], [62]. Wavelets in
a finite element context are constructed e.g. in [67]; see also further publications by
R. Stevenson. The analysis in these papers already contains the key principle under-
lying the lifting scheme by Sweldens (see Section 4.5.3), which it predates. Second
generation wavelets on irregular point sets in one and two dimensions are discussed
by Daubechies, Guskov, Schröder and Sweldens [69]. For some of the most recent
results on frames and time-frequency analysis on compact manifolds see [87] and in
particular the historical comments on p. 8 therein. Cohen, Dahmen and DeVore [43]
use wavelets on domains to characterize Besov spaces (see also Section 5.3.1).

4.5.2 Wavelets for image processing. Images can be quite complicated. Edges and
textures can exist in all possible locations, directions and scales. Wavelets do not have
a good angular resolution and the tensor product wavelets introduce artifacts. Wavelet
packets provide more flexibility (see Section 4.4) but still have preferential directions.
Directionally oriented filter banks have been used for image processing, but they do
not allow for an arbitrary partition of the Fourier plane. Steerable filters with arbitrary
orientation have been designed, but they are overcomplete and not orthogonal. Several
wavelet type solutions have been studied, in an ever expanding zoo of “objectlets”.

Brushlets. R. R. Coifman and F. Meyer (the son of Yves Meyer) introduced brushlets
[117] in order to obtain better angular resolution than wavelet packets. The idea is
to expand the Fourier plane into windowed Fourier bases. A brushlet is a function
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reasonably well localized with only one peak in frequency (tensor product bases have
two peaks). The brushlets are complex valued, and their phase provides information
about the orientation. One can adaptively select the size and locations of the brushlets
in order to obtain good compression ratios.

Wedgelets. The wedgelets [74] are a collection of dyadically organized indicator func-
tions with a variety of locations, scales, and orientations. They are used to estimate the
location of a smooth edge in a noisy image.

Beamlets. The beamlets [76] dictionary is a dyadically organized collection of line
segments, occupying a range of dyadic locations and scales, and occurring at a range of
orientations. The beamlet transform of an image f .x; y/ is a collection of integrals of
f over each segment in the beamlet dictionary; the resulting information is stored in a
beamlet pyramid. The beamlet graph is a graph structure with pixel corners as vertices
and beamlets as edges; a path through this graph corresponds to a polygon in the original
image. By exploiting the first four components of the beamlet framework, they can
formulate beamlet-based algorithms which are able to identify and extract beamlets and
chains of beamlets with special properties. These algorithms can be shown in practice
to have surprisingly powerful and apparently unprecedented capabilities, for example
in detection of very faint curves in very noisy data.

Ridgelets. The ridgelets [75] are a smooth, orthonormal basis of L2.R2/ that is de-
signed to efficiently represent functions that have singularities/discontinuities that lie
along ridges. They are constructed as the inverse Radon transform of specially modi-
fied radially symmetric wavelets. For the theoretical basis behind ridgelets see the PhD
thesis of E. Candès [22], and more recent results in [23].

Curvelets. Donoho and Candès have also constructed a tight frame of curvelets [28],
which provide stable, efficient and near-optimal representation of smooth objects hav-
ing discontinuities along smooth curves. By naively thresholding the curvelet trans-
form, they obtain approximation rates comparable to complex adaptive schemes that
try to track the discontinuity set. For a descriptive account see [24]. More up-to-date
information can be found on Candès’ webpage [web:12]. Software for implementing
the fast discrete curvelet transform in two and three dimensions, the CurveLab, is
available at [web:3] both in Matlab and CCC. One of the implementations described
is based on the unequally spaced FFT (USFFT) introduced in (2.8). The paper [27]
describes the mathematics, the algorithm and some applications of curvelets in image
analysis (optimally sparse representation of objects with edges), in partial differential
equations (optimally sparse representation of wave propagators), and inverse problems
in biomedical imaging (optimally inverse reconstruction in severely ill-posed prob-
lems). They list two open problems: find an orthonormal basis of curvelets, and find
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compactly-supported (or at least exponentially-decaying) curvelets. The continuous
curvelet transform is described in two papers [29], [30].

Contourlets. The contourlets, developed by M. Vetterli and M. N. Do in [73] are
the result of a directional multiresolution transform, like curvelets, but directly in the
discrete domain. They form a tight frame with redundancy 4/3 (see Definition 1.3.9).
The contourlet transform has a very fast O.n2 logn/ implementation as well, at least
when contourlets are selected to be compactly-supported.

Bandlets. The bandlets, developed by Pennec and Mallat [112], are yet another ap-
proach in developing efficient representations mixing ideas coming from multiresolu-
tion analysis and geometry.

4.5.3 Lifting schemes. The filter banks described earlier relied heavily on the Fourier
transform for understanding their convergence properties. In implementations, convo-
lutions are completely uncorrelated on the Fourier side via products, and both up and
downsampling have nice representations in the Fourier domain. However, there are
many situations where the Fourier transform is not available because the context is not
Euclidean (translation/shift invariant), for example:

• curves and surfaces,

• bounded domains,

• weighted spaces,

• non-uniform samplings.

It is thus desirable to have algorithms that are independent of the Fourier transform,
where all the action occurs in the time domain instead of in the frequency domain. Wim
Sweldens’ lifting algorithm accomplishes exactly that [137]. This algorithm speeds
up the wavelet transform [70] and allows one to build second generation wavelets
[139]. The transform works for images of arbitrary size with correct treatment of the
boundaries. Also, all computations can be done in-place.

The basic idea is simple. One starts with a trivial wavelet called the lazy wavelet.
Step by step a new wavelet is built, gradually improving its properties. This process
amounts to a clever matrix factorization that has been long known to algebraists. For
a five minute tour of lifting see [138]. Peter Schröder and Wim Sweldens have used
lifting to develop biorthogonal wavelet bases on the sphere with various properties
[web:6]. According to them, the bases are very easy to implement and allow fully
adaptive subdivisions. They give examples of functions defined on the sphere, such
as topographic data, bi-directional reflection distribution functions, illumination, and
show how these functions can be efficiently represented with spherical wavelets. There
is software available for lifting; see [web:13], [web:14].
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For more information on lifting see Wim Sweldens webpage [web:6], where you
can retrieve electronically most of the papers cited in this section. Sweldens was the
editor of the The Wavelet Digest, a free monthly electronic newsletter that contains all
kinds of information concerning wavelets: announcement of conferences, preprints,
software, questions, etc. To receive copies of the digest you can register online at
[web:4]. The current editor is Michael Unser from the Swiss Federal Institute of
Technology Lausanne (EPFL).

Strela et al. [71] have shown how to use lifting in the multiwavelet case; see also
[104], Section 9.2.

4.5.4 Diffusion wavelets. A recent development in the family of mutants of wavelets
are the so-called diffusion wavelets introduced by R. Coifman and M. Maggioni
in [53].

Diffusion wavelets generalize classical wavelets, allowing for multiscale analysis
on general structures, such as manifolds, graphs and point clouds in Euclidean space.
On graphs there is a Fourier theory that goes by the name Spectral Graph Theory
(see [36]). This theory studies the eigenvalues and eigenfunctions of the diffusion
operator on the graph. It is natural to try to perform a multiresolution analysis on the
graphs. This is achieved using dyadic powers of the diffusion operator.

Maggioni has set up a webpage [web:5] with information, software, papers, and
more about diffusion wavelets and all its relatives and mutants: diffusion wavelet
packets, biorthogonal diffusion wavelets, etc. Among other examples Coifman and
Maggioni construct diffusion wavelets on the sphere, as well as on “homogeneous
graphs” (that is, graphs that can be embedded in Rn).

There are constructions of wavelets and frames on stratified Lie groups; see [86]
for the latest results, and in particular see [86], Section 2, for a historical perspective
and references to earlier work.

4.5.5 Mutant orphans. When talking about lifting in Section 4.5.3, we mentioned
that it was attractive because it allowed for the construction of wavelet-type bases on
non-uniform grids. The local cosine and sine basis (Section 2.3) can be developed on
non-uniform grids as well, which makes them attractive. The following mutant orphan
also addresses this issue.

Squeezable bases on nonuniform grids. G. Donovan, J. Geronimo and D. Hardin
have produced squeezable bases on nonuniform grids [77]. They exploit the minimal
support and symmetry properties of multiwavelets for the purpose of constructing basis
on non-uniform grids. They generate local orthogonal bases on arbitrary partitions of
R from a given basis via what they call a squeeze map. They can control the squeeze
map to get a non-uniform basis that preserves smoothness and/or accuracy.
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The next mutant orphan is truly by itself.

Noiselets. The noiselets [52] are a basis that is designed to appear to be noise to the
Haar–Walsh wavelet packets. This means that they are incompressible in this basis.
It also means that they do not interfere with the information in a Haar–Walsh signal,
and thus it may be possible for example to transmit a Haar–Walsh signal and a noiselet
signal at the same time without interference.

4.6 An alternative localization notion and the prolate spheroidal
wave functions.

In Section 2.2.1 we choose to measure spatial localization via �t .f / defined in (2.14).
This choice leads us to select �2t .f /�

2
�
.f / as our measure of time-frequency localiza-

tion. These are natural choices and have connections to physics and statistics. They
are, however, not the only choices. In applications, coefficients are often categorized
as “small enough to discard” or “not”. The computational cost depends on the number
of coefficients not discarded. Trying to minimize �2t .f /�

2
�
.f / can lead to many coef-

ficients that are small, but not small enough to discard. It is then far better to minimize
the number of coefficients kept, or something closely related to it; this strategy is used
in e.g. [116], [121].

One can also develop a theoretical framework for this localization notion. Suppose
we require g.t/ to be supported in Œ�1; 1� and have kgk2 D 1, and then try to maximize

A D
Z c

�c
j Og.�/j2d� (4.5)

for some c > 0. The solution g is definitely localized in time and tries to be localized
in frequency as well. The way in which it is localized has nothing to do with �t .f / and
��.f /, however. By Plancherel’s identity (2.6) we have A � 1, and 1 � A measures
how much Og fails to be in Œ�c; c�. If 1�A is small enough to ignore, theng is effectively
localized to Œ�1; 1� � Œ�c; c� in the time-frequency plane.

An alternative perspective is to consider the operator that takes the Fourier transform
of a function, localizes to Œ�c; c�, applies the inverse Fourier transform, and then
localizes to Œ�1; 1�. By using the characteristic functions 	Œ�1;1�.t/ and 	Œ�c;c�.�/ to
localize in time and space, we can define this operator L by

Lg.t/ D 	Œ�1;1�.t/
�
	Œ�c;c�.�/ Og.�/
_

:

One can show that the function that maximizes (4.5) is the eigenfunction of L with the
largest eigenvalue.

These ideas were developed in great detail by Slepian and collaborators [127],
[128], [129], [130], [131]. They discovered that the eigenfunctions were already named
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prolate spheroidal wave functions. Although the prolate spheroidal wave functions are
theoretically optimal for many uses, they are a bit hard to work with, so they are not
used as often as they should be. The use of prolates in numerical analysis is being
developed in e.g. [16], [17], [145].
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Assorted applications

In the initial excitement about wavelets, there was the sense that they would solve
everything. Many, many papers were published claiming that simply reformulating a
hard problem in wavelets would solve it. In a few cases this was true, but in many
cases the problem was still hard. Reformulation does open up new possibilities for
approaches to these hard problems, but a lot more work was and is needed.

In this chapter we talk about a few applications but do not try to be systematic
or comprehensive. The choice of applications is heavily biased towards the authors’
own experiences and research in the wavelet world. We include a very superficial
description of signal/image compression and denoising, which are perhaps the most
successful applications of wavelets, and mention best basis searches. We then describe
the Lemarié formalism to compute derivatives with biorthogonal wavelets, and briefly
sketch how that can be used to construct divergence-free wavelets. Next, using again
Lemarié’s biorthogonal wavelets, we characterize the Sobolev space H 1 in terms of
the absolute value of the wavelet coefficients, as an example of using wavelet bases
to characterize function spaces. We also give some heuristic arguments justifying a
characterization of the Hölder-˛ class. Next we show how wavelet bases can describe
local smoothness of functions. Finally, we sketch how wavelets can be used to study
differential equations and, in particular, how they provide an efficient framework for
performing operator calculus.

5.1 Signal/image processing

One of the main interests in signal and image processing is to be able to encode the
information using as little data as possible. That allows the information to be stored
more compactly, transmitted more rapidly, and in some cases analyzed and understood
more easily. Often the data is corrupted by noise, and one would like to remove the
noise. Wavelets have proven extremely useful to perform both tasks: compression
and denoising. Here we very briefly describe the basics of wavelet compression and
denoising. We also describe best basis searches, which can be used to compress and
denoise using wavelet packets.

5.1.1 Basics of compression. In traditional approximation theory there are two pos-
sible methods, linear and non-linear approximation.
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Linear approximation. Select N elements in the orthonormal basis and project the
function onto the subspace generated by those elements, as in

P lNf D
NX
nD1

hf; ni n:

The basis elements f ngN1 are chosen a priori, independent of f , so the resulting
method is linear.

Non-linear approximation. One again selects N basis elements to project onto, but
this time the choices can depend on f . Denoting these elements f n;f gN1 , we have

P nl
Nf D

NX
nD1

hf; n;f i n;f :

The simplest way to choose f n;f gN1 is to select the N basis elements that yield the
largest coefficients hf; n;f i.

The non-linear approach using wavelet bases has proven quite successful. There is
a lot more information about these issues in [114], Chapters 9 and 10. The basic steps
are to

(1) transform the data, finding coefficients in a given basis,

(2) threshold the coefficients. Essentially one keeps the large ones and discards
the small ones. Information is lost in this step, so perfect reconstruction is not
possible, but the error can be controlled.

The coefficients retained can then be transmitted, stored, etc. (In real applications they
would first be quantized and coded, but that is another issue.)

The Australian mathematician Terence Tao [140] proved in his PhD dissertation
that the non-linear summation method, as well as other wavelet sampling methods,
converge almost everywhere for square integrable functions and more generally for
functions in Lp.R/.

5.1.2 Basics of denoising. Many signals contain noise, which one would like to re-
move. To remove noise, one first needs a way to tell the noise from the signal.

The naive approach is to note that the noise is usually concentrated in the finer
scales (higher frequencies). One could try to remove the noise by simply projecting
into an approximation space, as in

Pjf D
X
k

hf; 'j;ki'j;k :

This approach will often denoise pretty well, but it will also remove many of the
sharp features of the signal that were encoded in the finer wavelet coefficients. Thus
something better is needed.
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The basic philosophy in wavelet denoising is that the noise will be poorly approx-
imated by wavelets and so reside in the small coefficients. The signal, however, will
be in the large coefficients. By removing or modifying the small coefficients one can
remove a lot of the noise without damaging the signal very much. In general, the finer
scale wavelet coefficients will be suppressed, but those needed to capture the sharp
features in the signal are retained.

There are several different techniques for thresholding the small coefficients. Hard
thresholding sets coefficients below a threshold value to zero. Soft thresholding at-
tenuates the smaller coefficients following a linear scheme. Instead of thresholding
individual coefficients one can sometimes use block-thresholding; see [81] for some
examples using the modified GHM multiwavelets. It is often not clear how to select
the threshold. In the denoising case, there are some thresholding selection rules which
are justified by probability theory (basically the law of the large numbers) and are used
widely by statisticians:

• selection using Stein’s unbiased risk estimate (SURE);

• universal threshold by Donoho;

• selection based on the minimax principle.

See [114] and the Wavelab webpage [web:10].
So, to denoise, you essentially compress and then reconstruct with the remaining

coefficients. You hope that you have obtained a good approximation to your original
signal and have successfully denoised it.

For a fascinating review of more sophisticated denoising techniques developed by
Donoho and collaborators, see [101], Chapter 11.

5.1.3 Best basis searches. The wavelet packets in Section 4.4 can decompose a signal
of length N D 2J in slightly less than 2N different ways, which is the number of
binary subtrees of a complete binary tree of depth J . A tree search can find the “best
basis” within all these possible bases. Furthermore the search can be performed in
O.N log.N // operations (see e.g. [143]). The criterion used for “best” needs to be
specified.

Functionals satisfying an additive-type property are well suited for this type of
search. Coifman and Wickerhauser introduced a number of such functionals [55],
among them some entropy functionals. Given a signal s and fsig its coefficients in an
orthonormal basis, the entropyE must be an additive cost function such thatE.0/ D 0

and E.s/ D P
i E.si /. Matlab encodes four different entropy criteria:

• the Shannon entropy: E1.si / D �s2i log.s2i /;

• the concentration in `p norm with 1 � p � 2: E2.si / D jsi jp;

• the logarithm of the “energy” entropy: E3.si / D log.s2i /;
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• the threshold entropy: E4.si / D 1 if jsi j > � and 0 otherwise; thusE4.s/ counts
the number of coefficients that are above a given threshold.

By finding the best basis, we can do a more effective job at compressing, denoising,
or meeting some other objective.

5.2 Calculus with wavelets

For applications to differential equations it is important not only to be able to decompose
and reconstruct a function efficiently, but also to have good algorithms to compute
derivatives, integrals, and products of functions.

In this section we discuss how to use wavelets to calculate derivatives. We base
our discussion on a construction due to Lemarié of multiresolution analyses related by
differentiation and integration to a known multiresolution analysis. This construction
will also be used in Section 5.3.1 to justify a characterization of Sobolev spaces in
terms of the absolute values of the wavelet coefficients of the target function. Following
Lemarié’s lead we also indicate how these one-dimensional wavelets can be used to
construct divergence-free vector field wavelets.

One can also use wavelets to compute effectively products of functions. We do not
go in any detail here but refer the interested reader to [6], [12] and [96], Section 2.1.4.

5.2.1 Lemarié’s biorthogonal wavelets. Given a biorthogonal MRA with compactly
supported dual scaling functions, one of which is smooth, one can find another biorthog-
onal MRA related to the original one by differentiation and integration [110]. The dual
wavelets are the derivative and antiderivative of the old wavelets, up to a constant.
The scaling functions are not exactly derivatives and antiderivatives of the original
ones but are related by finite differences to them. More precisely, let ' and '� be the
dual scaling functions and .H;H�/ be the refinement masks of the initial MRA, and
let  and  � be the dual wavelets and .G;G�/ be their masks. Let '� and '�C be
the new scaling functions and .H�;H�C/ be their refinement masks, and let  � and
 �C be the new dual wavelets and .G�; G�C/ be their masks. The “C” indicates more
smoothness due to integration and the “�” less smoothness due to differentiation. Let
D denote the differentiation operator, and �C and �� denote the forward and back-
ward finite differences. In this case D D d=dx, �Cf .x/ D f .x C 1/ � f .x/ and
��f .x/ D f .x/ � f .x � 1/. Table 5.1 shows the formulas relating the old and new
scaling and wavelets functions and their masks.

It is not hard to see that if the original filters satisfy the biorthogonality conditions
then so will the new ones. The new wavelets are still compactly supported on the same
interval and the scaling functions are still compactly supported but on an interval one
unit longer. Of course, when playing this game one wavelet gains an order of smooth-
ness but looses one vanishing moment, while the other looses an order of smoothness
and gains a vanishing moment.
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Table 5.1. Smoothed and roughened biorthogonal scalar MRAs.

smoothed scaling

H�C.z/ D 1Cz
2z
H�.z/ D'�C.x/ D �C'�.x/

roughened scaling

H�.z/ D 2
1CzH.z/ D'.x/ D ��'�.x/

smoothed wavelet

G�C.z/ D z
2.z�1/G

�.z/ D �C.x/ D � �.x/

roughened wavelet

G�.z/ D 2.1 � z/G.z/ D .x/ D  �.x/

One could apply this recipe to any known compactly supported wavelet as long as
it has enough smoothness. We will record the scalar filters as polynomials (in zn where
n 2 Z) whose coefficients are the data utilized by the Matlab Wavelet Toolbox.
Remember also that z is on the unit circle and therefore Nz D z�1. The highpass
filters .G;G�/ are found from the lowpass filters .H;H�/ by the usual conjugate flip,
G.z/ D zH�.�z/ and G�.z/ D zH.�z/: Notice that given the new lowpass filters
.H�;H�C/, we could compute the highpass filters .G�; G�C/ using the conjugate flip
trick and we will obtain the same filters as recorded in the table up to a factor of 4.
More precisely,

G�.z/ D .1 � z/
2

G.z/ with
d

dx
 .x/ D 4 �.x/;

G�C.z/ D 2z

.z � 1/G
�.z/ with

d

dx
 �C.x/ D �4 �.x/:

(5.1)

These last formulas were the ones obtained by Lemarié [110], and these are the formulas
we will use when utilizing Matlab, since Matlab computes scalar highpass filters
from the lowpass filters by the conjugate flip trick. We will use H� and H�C as the
decomposition filters and H and H� as the reconstruction filters.

As an explicit example of the filters, consider the biorthogonal symmetric spline,
Bior.3:1/, with parameters N � D 3 and N D 1, as described in [68], pp. 271–278.
This particular class has the virtue that the coefficients are very simple dyadic frac-
tions. These biorthogonal wavelets are symmetric and have relatively small support
and enough smoothness so that we can differentiate and still get a continuous function.
We record in Table 5.2 the lowpass filters and coefficients. We observe, a posteri-
ori, that the lowpass “differentiated” and “integrated filters” .HC;H�/ correspond to
Bior.2:2/.



82 Chapter 5. Assorted applications

Table 5.2. Bior3.1/Lemarié (H , H�) and corresponding smoothed and roughened (H�
C

, H�)
lowpass filters and coefficients.

lowpass decomposition

H�.z/ D �.4z/�1.1C z/.1 � 4z C z2/ .0;�1=4; 3=4; 3=4;�1=4/
lowpass reconstruction

H.z/ D .8z/�1.1C z/3 .0; 1=8; 3=8; 3=8; 1=8/

smoothed lowpass decomposition

H�C.z/ D �.8z2/�1.1C z/2.1 � 4z C z2/ .�1=8; 1=4; 3=4; 1=4;�1=8/
roughened lowpass reconstruction

H�.z/ D .4z/�1.1C z/2 .0; 1=4; 1=2; 1=4; 0/

This construction can be done in the context of multiwavelets; see [106]. In par-
ticular there is a parametric family of biorthogonal biwavelets, described in [96], Sec-
tion 2.3, such that the scaling vector is parametrized by s and the dual scaling vector is
another member of the parametric family with parameter s� D 1C2s

5s�2 . The biorthogonal
biwavelets and biscaling functions have minimal support and various symmetries that
are very useful for constructing wavelets on the interval with little work. In Figure 23
we show the modified biorthogonal GHM scaling and wavelet functions for s D 0,
s� D �1=2, which are multiwavelets with r D 2 (biwavelets). In Figure 29 we plot
the smoothed and roughened versions of these multiwavelets.

5.2.2 Calculating derivatives. This machinery can be used to compute derivatives
or antiderivatives. First decompose your function in the biorthogonal basis,

f D
X
j2Z

X
k

hf; �
j;ki j;k : (5.2)

Now calculate the derivative term by term (a factor of 2j will appear in each summand
because of the chain rule) and use the Lemarié formulas to replace the derivatives of
 , to get

Df D 4
X
j2Z

X
k

2j hf; �
j;ki. �/j;k : (5.3)

The coefficients for the details are just the old coefficients rescaled. (To justify term
by term differentiation we must know that the convergence of the series is uniform, for
example; otherwise it has to be understood in a weak sense.)



5.2. Calculus with wavelets 83

0 1 2 3
0

0.2

0.4

0.6

0.8

1

0 1 2 3

0.2

0.1

0

0.1

0.2

0 1 2 3

0

0.5

1

0 1 2 3

0.4

0.2

0

0.2

GHM smoothed scaling function #1

GHM scaling function #2 

GHM smoothed wavelet function #1

GHM smoothed wavelet function #2

0.5_

_

_

_

_

0 2 4 6

0

0.02

0.04

0.06

0.08

0.1

0 2 4 6

1.5

1

0.5

0

0.5

1

1.5

0 2 4 6
0.1

0

0.05

0.1

0 2 4 6

0.5

0

0.5

1

1.5

GHM roughened scaling function #1

GHM roughened scaling function #2

GHM roughened wavelet function #1

GHM roughened wavelet function #2

0.05

_

_

_

_

_

_

Figure 29. Plot of the smoothed and roughened modified biorthogonal GHM scaling and wavelet
functions, s D 0, s� D �1=2.

Manipulating (5.3) further, and noticing thatD�1f .x/ D R x
�1 f .t/ dt and that its

adjoint .D�1/�f D R 1
�1 f �D�1f , so in particular .D�1/� D �D�1 (since  
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has average zero), we conclude that

Df D 4
X
j2Z

X
k

2j hDf;�2�j ŒD�1 ��j;ki. �/j;k

D 4
X
j2Z

X
k

hDf;�. �C/j;ki. �/j;k :

This calculation justifies Lemarié’s formulas (5.1). It also means that given the deriva-
tive we can compute its coefficients in the wavelet basis generated by  � using either
the fast wavelet transform for the biorthogonal MRA with scaling function .'�C; '�/
or equation (5.3). In particular, we can use the derivative’s coefficients to calculate the
coefficients of the function by rescaling, and viceversa. This scheme was implemented
to recover a signal from its noisy derivative in [81].

In practice one would like to start from a coarse approximation at level J , so there
will be a contribution involving 'J;k and the Lemarié formulas for the scaling functions
will now be used. For this part of the approximation, one has to use summation by
parts arguments and reorder, so that the coefficients will be differences of consecutive
ones rescaled.

5.2.3 Divergence-free wavelets and multiwavelets. Lemarié [110] used the mul-
tiresolution analysis described above to construct divergence-free biorthogonal (vector
field) wavelet bases. The one-dimensional wavelets described in Section 5.2.1 were
used as building blocks to produce two or three-dimensional wavelets by appropri-
ate tensor products, and then these were used to create the components of the two
or three-dimensional divergence-free vector fields. Lemarié proved that in dimension
two, one could not create these bases so that the wavelets and their duals are compactly
supported, both have some smoothness, and one of them is divergence-free.

This result was later proved for multiwavelets and any dimension [108]. The hope
was to reconcile all the desired properties in the framework of multiwavelets, but
unfortunately that was not the case. The parametric family of biorthogonal multi-
MRAs on the interval that was discovered in the course of that study can be used as
building blocks for the construction of divergence-free multiwavelets on the unit box
[107] (see also [96], Chapter 2). Figure 30 shows the components of some of the
divergence-free wavelets constructed using modified GHM biwavelets (see Figure 23)
and the roughened and smoothed biorthogonal multiMRA they generate (see Figure 29)
corresponding to s D 0 and s� D �1=2.

The basic biorthogonal multiwavelet building blocks have been used for some
applications in statistics [81]. The hope with all these constructions is that one could
use these divergence-free bases to analyze incompressible fluids and turbulent flows.
Some work has been done in that direction with these and other similar bases [141], [2].
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Figure 30. Plots of the upper left components of E‰1 and E‰2. The axes are not normalized.

5.3 Applications to functional analysis

Wavelet bases constitute unconditional bases for a large class of function spaces, namely
Lp.R/ for 1 < p < 1, Sobolev, Lipschitz or Hölder, Besov, and Triebel–Lizorkin.
This property of wavelets is very important for theoretical uses; see [68], Chapter 9,
[95], Chapter 6, and [118], Chapter 6. In Section 5.3.1 we will use the basis developed
in Section 5.2.2 to illustrate how this characterization can be achieved for H 1, the
Sobolev space of square integrable functions f whose derivatives are also in L2.R/.
We also sketch a characterization of the Hölder-˛ class.

Wavelets are also ideally suited to analyze local regularity of functions. In Sec-
tion 5.3.2 we illustrate this property with a result that characterizes local Hölder reg-
ularity in terms of the decay of the wavelet coefficients. This type of analysis is very
important for studying multifractal functions and turbulence; see [101], Chapters 9
and 10. See [100] for an excellent review of wavelets that uses the fact that wavelets
are unconditional basis for a large class of spaces as “fil conducteur”. See also [102],
Part II, Chapter 6.

5.3.1 Characterization of function spaces. The existence of functions that are si-
multaneously unconditional bases for several function spaces is not just a mathematical
curiosity. For example, in the study of differential equations often one needs to de-
compose a function without knowing a priori to which space it belongs.

Consider, for example, the Lp-spaces (Definition 1.2.7). In the periodic case, the
unitary nature of the Fourier transform allows us to decide whether a function is in
L2.Œ0; 1�/ just from knowledge about the size of the Fourier coefficients by using the
Plancherel theorem (2.3). However, this is not true about other size measurements,
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for example the Lp.Œ0; 1�/ norms (1.2) for p 6D 2. It turns out that the phase of the
coefficients is also needed to decide if a function belongs to Lp.Œ0; 1�/ for p ¤ 2. The
difference between p D 2 and p ¤ 2 is that the trigonometric functions fe2�inxgn2Z

form an unconditional basis (Definition 1.2.6) in Lp.Œ0; 1�/whenp D 2, but not when
p 6D 2. In 1937, the Polish mathematician Józef Marcinkiewicz (1910–1940) showed
that the Haar basis is an unconditional basis for all spaces Lp.Œ0; 1�/; see e.g. [144],
Chapters 7–8.

The Sobolev space H 1.R/ is the space of square integrable functions f whose
derivatives are also in L2.R/. This is a Hilbert space with norm

kf k2
H 1 D kf k22 C kf 0k22 D

Z
R
.1C 4�2j�j2/j Of .�/j2 d�:

Consider an orthogonal wavelet  smooth enough so that we can construct an MRA
related to the given one by differentiation and integration, as we did in Section 5.2.2.
Equations (5.2) and (5.3) then hold, more precisely,

f D
X
j2Z

X
k2Z

hf; j;ki j;k and Df D 4
X
j2Z

X
k2Z

2j hf; j;ki. �/j;k :

Moreover, f j;kgj;k2Z is an orthonormal basis of L2.R/ and .f. �/j;kg; f. �C/j;kg/ is
a biorthogonal basis, in particular a Riesz basis (Definition 1.3.6), hence

kf k22 D
X
j2Z

X
k2Z

jhf; j;kij2

and
kDf k22 �

X
j2Z

X
k2Z

jhf; . �C/j;kij2 D 42
X
j2Z

X
k2Z

22j jhf; j;kij2:

We conclude that
kf k2

H 1 �
X
j2Z

X
k2Z

.1C 22j /jhf; j;kij2:

Here the notation Af � Bf means that there exist positive finite constants c and C
independent of f such that cAf � Bf � CAf .

The Sobolev space H s.R/, for 0 � s, consists of square integrable functions whose
derivatives (perhaps fractional derivatives) of order less than or equal to s also belong
to L2.R/. The criteria for belonging to H s.R/ in terms of wavelets f j;kg that are at
least r-regular with s � r , is that a function f 2 H s.R/ if and only if

kf k2H s �
X
j2Z

X
k2Z

.1C 22js/jhf; j;kij2 < 1:

A function f belongs to the Hölder-˛ space C ˛.R/, for 0 < ˛ < 1, if it is bounded
and satisfies the Hölder condition of order ˛, namely

jf .t/ � f .s/j � C.jt � sj/˛
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for all t; s 2 R and for some positive finite constant C . One cannot determine if
a periodic function belongs to C ˛.Œ0; 1�/ in terms of a condition involving only the
absolute value of the Fourier coefficients. The criteria for belonging to C ˛.R/ in terms
of compactly supported wavelets is that a function f 2 C ˛.R/ if and only if there
exists a positive finite constant C such that for all j; k 2 Z

jhf; j;kij � C2�j. 12C˛/: (5.4)

This characterization is not hard to believe if we consider the Haar wavelet and remem-
ber that it is the difference of two step functions, namely  D 	Œ1=2;1/ � 	Œ0;1=2/. In
this case,

jhf; j;kij D 2�j=2j Avg.f I j C 1; 2k C 1/ � Avg.f I j C 1; 2k/j;
where Avg.f I j; k/denotes the integral average off on the interval Œk2�j ; .kC1/2�j /.
Notice that if the function f is continuous (it certainly is if it is C ˛) the average over
an interval coincides with the value of the function at a point in the interval over which
we are averaging. Thus the difference of the averages looks like jf .t/ � f .s/j where
t , s are in the sister intervals corresponding to the support of  j;k , namely the interval
Œk2�j ; .k C 1/2�j /, and hence jt � sj � 2�j . Using the hypothesis that f 2 C ˛.R/,
we will get that jhf; j;kij � 2�j=22�j˛ , which is exactly condition (5.4).

Notice that the quantities involved in the characterization of the spaces depend only
on the absolute value of the coefficients of f in the wavelet basis and not on their phase.
In particular if we were to construct a new function from the given one by changing the
signs of its wavelet coefficients, they will both belong to the same spaces. For spaces
involving p; q exponents, like Besov spaces, the characterization is more complicated,
involving square functions, but still it only utilizes the absolute value of the wavelet
coefficients of the functions analyzed. In all cases, this implies that the wavelet basis
discussed are unconditional bases of the corresponding spaces.

For the Sobolev spaces, if we were not using the biorthogonal bases generated by
differentiation and integration, then we would have to show that a candidate biorthog-
onal basis is indeed a Riesz basis for a given space (which is more demanding for
L2 than for Sobolev spaces of positive orders). As we mentioned in Remark 4.1.1,
Fourier-free criteria to decide when a biorthogonal basis is a Riesz basis is important to
work in other settings, for example bounded domains. See e.g. the work of W. Dahmen
[58] for a general perspective, as well as the standard reference by Devor and Popov
[72]. The characterization of function spaces by wavelets is very nicely treated in the
work by A. Cohen [39], [40], which in particular covers Besov spaces that are essential
for understanding nonlinear approximation and compression techniques.

Characterization of Besov spaces gives a rigorous theoretical underpinning for
compression within certain image models by, e.g., showing entropy optimality (see
e.g. [41]). A justification that thresholding techniques make sense even when dealing
with the functions of bounded variation is given in [42].
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5.3.2 Local regularity. Wavelet bases and the continuous wavelet transform are ide-
ally suited to study local regularity of functions. To illustrate the use of wavelets to
study regularity, we state here a result of S. Jaffard [99] that characterizes local Hölder
regularity in terms of decay of the wavelet coefficients. We are following [102], Part II,
Sections 1.6 and 6.6. Assume the wavelets are compactly supported.

Suppose that 0 < ˛ < 1, jf .t/j � C.1 C jt j/˛ and f satisfies a local Hölder
regularity condition of order ˛ at t0, that is, there exists C < 1 such that for all t ¤ t0
we have

jf .t/ � f .t0/j � C jt � t0j˛: (5.5)

Then there exists a constant C 0 < 1 such that for all j; k 2 Z we have

jhf; j;kij � C 02�j.1=2C˛/.1C jk � 2j t0j˛/:
Conversely, if jf .t/j � C.1 C jt j/˛ , f 2 C � , ' 2 C ˛C� for some � > 0, and there
exists a constant C 00 < 1 such that for all j; k 2 Z we have

jhf; j;kij � C 002�j.1=2C˛/
�
1C jk � 2j t0j˛

1C logC jt0 � k=2j j
�
;

then f has Hölder regularity ˛ at t0, i.e., (5.5) holds.
These type of microlocalization arguments can be used to analyze highly non-

differentiable functions like the multifractal Weierstrass and Riemann functions; see
[97], and [101], Chapter 10.

5.4 Applications to differential equations

In this section we very briefly describe how wavelets could be used for the study of
differential equations. There have been some results using wavelets that advance the
theory of differential equations. For instance, Marco Cannone and Yves Meyer have
been able to use the wavelet approach (Littlewood–Paley theory) to find self-similar
solutions of the Navier–Stokes equations [31], among other things (see also [111]). We
will concentrate, however, on the computational side.

Wavelet techniques for differential equations now have a solid foundation, but it
is still not clear to what extent they will replace pre-existing methods. In many cases
the beneficial properties of wavelets, such as adaptivity and multiscale behavior, are
already present in these methods. One area of success is adaptive wavelet methods for
aerodynamics and fluid flow structure coupling. Beginning with the work of A. Harten
[92], [93], it was developed by Siegfried Müller into a practical fully adaptive method
for compressible flows (see [122], [web:16]).

In this section we will sketch the motivation for using wavelets in differential
equations and then point to recent references for details and realistic applications.
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5.4.1 Galerkin methods using wavelets. To illustrate the basic issues involved in
using wavelets for differential equations, we first consider a standard one-dimensional
boundary-value problem

u00.t/ D f .t; u; u0/; u.0/ D u.1/ D 0:

A Galerkin method chooses a set of functions fvi .t/gniD1 and assumes that

u.t/ � v.t/ D
nX
iD1

civi .t/

for some coefficients ci . The goal is then to find the coefficients so that v.t/ approxi-
mately solves the given equation. Let P denote the projection onto the span of fvi .t/g.
We try to solve

P.v00.t/ � f .t; v; v0// D 0; v.0/ D v.1/ D 0:

Typically, the resulting system of equations for fcig will be inconsistent, so they must
be solved in some approximate sense (often least-squares).

The first property that one wants for fvig is that they allow us to approximate u.t/
well with few terms. The localization and vanishing moments properties of wavelets
allows one to argue that, under certain conditions, they will have this property. Con-
verting this intuition into a rigorous analysis and extending this analysis to other types
of equations took a substantial amount of work, see [44], [45], [57], [46], [47], [48],
[62], [61]. For up-to-date information, see Wolfang Dahmen’s webpage [web:7].

The second property that one wants is to satisfy the boundary conditions in a straight-
forward way. For this we need a wavelet basis adapted to the interval, as in Section 4.5.1,
or some other method. These constructions are not completely satisfactory in dimen-
sion one, and their generalization to domains in higher dimensions is problematic.
Treatment of the boundary is a great weakness of wavelet approaches.

5.4.2 Operator calculus approaches for PDEs. Many partial differential equations,
such as the incompressible Navier–Stokes equations, can be written in the form ut D
LuC N .u/, where L is the linear part and N .u/ is the nonlinear part. One can then
apply the semi-group approach to obtain a solution via the identity

u.x; t/ D e.t�t0/Lu0.x/C
Z t

t0

e.t�	/LN .u.x; �// d�;

which can be converted into an iteration. It turns out that if L is a self-adjoint, strictly
elliptic operator, then the operator etL is sparse in a wavelet basis (for a finite but
arbitrary precision) for all t � 0. Therefore using exponentials of such operators for
numerical purposes is reasonable.
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The matrix representation of a linear operator in a wavelet basis has a block struc-
ture, with each block giving the action of the operator from one of the wavelet spaces
to another. Figure 31 shows this block structure in the context of matrix-vector multi-
plication. Many operators are sparse in this representation; the significant coefficients

d�1

d�2

d�3
a�3

D

Qd�1

Qd�2

Qd�3
Qa�3

Figure 31. The block structure of the matrix representation of a linear operator in a wavelet
basis.

lie in a band in each block running from its upper-left to lower-right corner. Another
way to represent a linear operator is the “nonstandard form” introduced in [10]. The
operator is represented by blocks acting only within a single scale, but using both
the scaling function and wavelet coefficients of the function it is acting on, which is
a redundant representation. The result of matrix-vector multiplication then has both
scaling function and wavelet coefficients, and then these are transformed to a common
space and added. Figure 32 shows the nonstandard form structure in the context of
matrix-vector multiplication.

The use of functions of operators above is an example of a “numerical operator
calculus” using wavelets. This approach originated in [10] and has been developed by
Beylkin and his collaborators [7], [12], [9], [13], [4], [web:2]. They use the Alpert
multiwavelets from Section 4.2.2 to handle the boundary conditions and tensor prod-
uct constructions [14], [15] to extend the techniques efficiently to higher dimensions.
Converting the intuition in [10] to a rigorous compression analysis enabled asymptotic
discretization error at linear cost [60] (see also [123]). This eventually led to a fully
adaptive scheme with rigorously proven convergence rates [61].

The curvelets of Donoho and Candés (see Section 4.5.2) provide sparse represen-
tations of Fourier integral operators [25] and wave propagators [26]. These represen-
tations are optimal in an asymptotic sense and give an alternative approach to applying
certain operators.
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Figure 32. The nonstandard form structure of the matrix representation of a linear operator.

One important application of matrix compression in wavelets is shape optimization
based on the efficient realization of Steklov–Poincaré operators for the evaluation of
shape gradients and Hessians; see Helmut Harbrecht’s webpage [web:17].
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References and further reading

There are now many books, tutorials, articles, software libraries, and websites related
to wavelets. In order to help you choose what to look at next, we list and comment on
some of these.

There are books available at several levels and with different target audiences.

• The book by Hubbard [98] is a delightful non-technical account of wavelets and
their history.

• The book by Jaffard, Meyer and Ryan [101] is an introduction specially aimed
to science and engineering.

• The book by Frazier [84] is a mathematical undergraduate text.

• The book by Strang and Nguyen [134] is an undergraduate text aimed at engineers.

• The book by Wojtaszczyk, [144] comes highly recommended as an introduction
to the theory.

• The book by Chui [35] is a graduate introductory text with emphasis on spline-
wavelets and time-frequency analysis.

• The book by Hogan and Lakey [96] emphasizes the unifying theme of time-
frequency and time-scale analysis.

• The book by Gröchenig [90] focuses on time-frequency analysis based on Gabor
functions.

• The book by Hernández and Weiss [95] is a graduate level text, with emphasis
on the mathematical theory.

• The book by Mallat [114] is also graduate level and has many applications.

• The books by Wickerhauser [143] and Veterli–Kovacevic [142] are advanced
books, oriented towards engineering and computer science.

• The book by Cohen [40] focuses on numerical analysis.

• Ingrid Daubechies’ book [68] is the classic, showing the construction for the
Daubechies family of wavelets and much more.

• The book by Meyer [118, 120] is also a classic, with research level mathematics.
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• Addison’s handbook [1] contains many applications and pointers to more recent
literature on subjects as diverse as astronomy, control theory, medical applica-
tions, and finance.

• For the history of Fourier series and wavelet theory up to 1994, the book by
Kahane and Lemarié-Riesseut [102] is very appropriate.

A collection of the most influential articles on wavelets exists [94], edited by Heil
and Walnut. The delightful introduction by John Benedetto can be retrieved from his
webpage [web:1]. Benedetto is director of The Norbert Wiener Center for Harmonic
Analysis and Applications, editor of the Applied and Numerical Harmonic Analysis
book series, and executive editor and founding editor-in-chief of the Journal of Fourier
Analysis and Applications.

There are both commercial and free software packages available. The main com-
mercial one is the Matlab Wavelet Toolbox [web:9], which is an addition to Matlab,
and has extensive documentation and a manual available. If you have the base Matlab
but do not want to pay for the toolbox, you can use Wavelab [web:10], a Stanford
based free software package. Lastwave [web:11] is a free toolbox with subroutines
written in C, created at École Polytechnique.
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Balian–Low Theorem, 19
Banach space, 2
band-limited, 15
bandlet, 73
basis, 1, 2

of a Banach space, 2
orthonormal, 6
Riesz, 6
unconditional, 3

Battle–Lemarié wavelet, 53
beamlet, 72
biorthogonal, 56
biorthogonal wavelet, 55

divergence-free, 84
higher-order spline, 59
Lemarié, 81
linear spline, 58

biwavelets
GHM, 61
modified GHM biorthogonal, 61

brushlet, 71

Calderón’s reproducing formula, 29
cascade algorithm, 38
Cauchy–Schwarz inequality, 5
coefficients

approximation/averages, 37
detail, 38
Fourier, 11

Coiflet wavelet, 50
compact support, 40
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vanishing moments, 46

compression, 77
conjugate flip, 13
contourlet, 73
convergence

almost everywhere, 4
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pointwise, 4
uniform, 4

convolution, 13
circular, 14
discrete circular, 40

curvelet, 72

Daubechies compactly supported
wavelet, 49

Daubechies symlets, 51
Daubechies wavelet, 49
denoising, 78
dense set, 2
details, 38
diffusion wavelet, 74
discrete Fourier transform, 15
downsampling operator, 40
dual frame, 8
dual Riesz basis, 7
dual wavelet, 54

fast Fourier transform (FFT), 16
filter, 45
filter bank, 44

biorthogonal, 58
perfect reconstruction, 44



108 Index

finite impulse response (FIR), 40
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Fourier transform, 12
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fastest in the west, 17
inverse, 12
windowed, 18

frame, 7
dual, 8
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frequency center, 20
frequency spread, 21

Gabor basis, 19
orthonormal, 19

Gabor frame, 19
Gabor function, 23
Gabor transform, continuous, 23
GHM biwavelet, 61

Haar basis, 34
2-D, 64

Haar wavelet, 49
Heisenberg box, 21
Heisenberg’s uncertainty principle, 15, 22
highpass filter, 40
Hilbert space, 5

separable, 5

inner product, 5
L2, 5

lifting scheme, 73
local cosine basis, 23
lowpass filter, 39
Lp space, 3

Mexican hat, 30
Meyer wavelet, 53
modulation, 13
Morlet wavelet, 30
multiresolution analysis (MRA)

biorthogonal, 56
in L2.R2/, 64
of multiplicity r , 60
orthogonal, 31

multiwavelet, 60
Alpert, 63
balanced, 61
biorthogonal, 61
orthonormal, 60
totally interpolating, 61

noiselet, 75
norm, 2
normed space, 2

complete, 2

orthogonal complement, 9
orthogonal projection, 9
orthonormal basis, 6

Plancherel identity, 11, 13
preprocessing, 61
prolate spheroidal wave function, 75
pyramid scheme, 41

quadrature mirror filter (QMF), 43

refinement mask, 39
rescaling/dilation, 13
ridgelet, 72
Riesz basis, 6

dual, 7

scaling equation, 38
scaling function, 32
Shannon Sampling Theorem, 53
Shannon wavelet, 52
subband filtering scheme, 40, 41
symlets, 52
synthesis, 11

phase, 41

thresholding
block, 79
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tight frame, 8
time-frequency dictionary

for Fourier series, 14
for the Fourier transform, 13

translation/shift, 13
two-scale difference equation, 37
two-scale recurrence equation, 37

unitary matrix, 15, 44
upsampling operator, 41

Walsh function, 67
wavelet

biorthogonal, 55
boundary, 70

Coiflet, 50
folded, 69
in 2-D, 64
on bounded domains, 71
on the interval, 69
orthogonal, 27
periodic, 69

wavelet packets, 65
wavelet transform, 27

continuous, 29
fast, 39
fast biorthogonal, 58
orthogonal, 27

wedgelet, 72
window, 18
windowed Fourier transform, 18
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